Method for connecting to Project Manager’s TIPS AND TRICKS

machine. Including: creating a Shortcut, Additional Tips and Tricks can be found on

updating Project Configuration File (PCF) and the CDOT CADD Tips and Tricks webpage.
setting up Project Defaults within InRoads
Submitted by Elizabeth Hawkins

== | SLE€P 1 - To open a folder on the Project Manager’s
Run EJ§| machine, go to the Windows Start Menu, select Run... a
=1 | dialog will open, Key-in the appropriate path desired.
Do not use Browse. Select OK when complete.
(Example: \\LargentK\Projects\99999\Design shown at
left) After the folder has opened, Right click on the
Folder icon in the Address Bar of the Explorer Window
and drag to the Desk Top, a dialog box will open.
Select Create Shortcuts Here (Note: Each person
desiring to work on the project must be given
oK ] [ Cancel ] [ Browse.., ] appropriate access to the folders they will be working
with). The Project Manager should determine the level
of Access. The V2.0 CDOT Configuration file
Address |2 C:\Program Files\workspace-CDoOT\Standards-Local\Pro; % E 4| structure should be used to create the project.

= Type the name of a program, folder, document, ar
q Internet resource, and Windows will open it Far you,

e,
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Falders 28 [, | PP File
YT —— = LKB Step 2 — The Project Manager should email the
) COOT Notes T saves.pf team a copy of _the Project Specific PCF, (Exampl_e f!le
) Civil Daka _& FCF File name and location 99999.PCF shown at left). This file

1 KB should be copied from and placed into the C:/Program
Files/Workspace-CDOT/Standards-Local/Projects
Folder located on each team member’s machine.

| Project Template

|2 Standards-Global

[= |2 Standards-Local
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) Prefs — F £ 99999, pcf - Hotepad
i = CDOT Canfi
= Projects -,T FCF File gl File Edit Format  Yiew Help
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N !F;:;Dject DE;ectDry —;—— y y
. Ms_DEF=//Largentk /Projects/9950%,/Design
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Configuration Mame: |ggggg Diefaults ﬂ
Default Preferences Step 3 - Open the previously copied
. project PCF file with Notepad or
Preferences [*inil |E:\F‘ru:ugrarn Fileghw orkzpace-CDO WordPad. Edit the file on the
Styles [".ini]: A |E:'\F'n:|grarnFiles'\Workspace-EDD MS _DEF= line to include the Path
v defined by Step 1 above. Save the file.
/1 (Note: Make sure to change the

D sfaul Directory Paths |74 backslashes to forward slashes)

Project Defaul Director: | Step 4 — The Final step. Open Inroads. From the

_ MicroStation Manager Workspace Project pull-down
ACES(R; \iLargentk\Projectst3339 DesiantinFioads | |ist, select the project configuration file (99999). Locate
Surfaces [* dtm]; [\\Largentk\Projects\33939\DesigninRoads the design quel and (;IiCk OK. From the InRoads
menu select File > Project Defaults. Key-in the path
_ o for the desired InRoads design data files (Example:
Typical Section Libraries [*tmi]: |14 argentk\Projects\33333\DesiantinFoads | \\LargentK\Projects\99999\Design\Inroads - shown at
Roadway Libraries [* ) [WLargentk\Projects\99999\Design'IrAoads left). Apply and Close the dialog box. Open desired
InRoads Design data (DTM’s, ALG’s, TML and RWL
files) and create or modify the Project.rwk file. Click on

Geametry Projects [*.alg]: |\‘\Largentk\F’miects\SSSHS'\D esigntInRoads

Survey Data [* fwd): |

Drainage " sdb) | the InRoads File > Save As. Select Options. Check the
Style Sheet [.xs) |C:'\F'ru:ugrarn Fileg\wfark zpace-COOT\Standard desired boxes, click Ok and save the file.

ML D ata [~ #ml . . . .
=Rl | For additional information, see CADD Web site

Quantity Manager [“mdb) | Library, InRoads-Tip Populating InRoads Explorer.




