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	SPECIFICATION SECTION NO.

401
	

Compaction of Hot Mix Asphalt
	PRIORITY

Routine [ X ]              Fast [  ]

	
Reason for this new or changed specification:

Stone Matrix asphalt (SMA) task force committee was jointly established with the industry to clarify specification requirements on (SMA) projects for uniformity in application.

As a result of the task force,  below specifications were revised to address the following issues:
-	To clarify specification requirements on stone matrix asphalt (SMA) projects for    uniformity in application.
-	Mix design adjustments
-	Density Targets
-	Compaction Test Section


	
New or Revised Specification:

1.	Revision of Section 401, Compaction of Hot Mix Asphalt.  
2.	Revision of Section 401, Compaction Pavement Test Section (CTS). . 
3.	Revision of Section 401, Temperature Segregation.  
4.	Revision of Section 401 and 703, Stone Matrix Asphalt pavement.  
5.	Creation of new Standard Special Provision, Section 703, Mineral Filler   
6.	Creation of a new Standard Special Provision, Revision of Section 620, Field Office.

	NOTE: See Procedural Directive 513.1 for a description of appropriate specification development procedures.




	October 25, 2007								

REVISION OF SECTION 401
COMPACTION OF HOT MIX ASPHALT


Section 401 of the Standard Specifications is hereby revised for this project as follows:

In subsection 401.17, delete the third paragraph and replace with the following:

SMA shall be compacted to a density of 93 to 97 percent of the daily theoretical maximum specific gravity, determined according to CP 51. All other HMA shall be compacted to a density of 92 to 96 percent of the daily theoretical maximum specific gravity, determined according to CP 51.  If more than one theoretical maximum specific gravity test is taken in a day, the average of the theoretical maximum specific gravity results will be used to determine the percent compaction.  Field density determinations will be made in accordance with CP 44 or 81.





