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NOTICE


This is a standard special provision that revises or modifies CDOT’s Standard Specifications for Road and Bridge Construction.  It has gone through a formal review and approval process and has been issued by CDOT’s Project Development Branch with formal instructions for its use on CDOT construction projects.  It is to be used as written without change.  Do not use modified versions of this special provision on CDOT construction projects, and do not use this special provision on CDOT projects in a manner other than that specified in the instructions unless such use is first approved by the Standards and Specifications Unit of the Project Development Branch.  The instructions for use on CDOT construction projects appear below.

Other agencies which use the Standard Specifications for Road and Bridge Construction to administer construction projects may use this special provision as appropriate and at their own risk.

Instructions for use on CDOT construction projects:  

Use this standard special provision on all projects.

Sections 101 and 630 of the Standard Specifications are hereby revised for this project as follows:

In subsection 101.01 add the following:

MASH     Manual for Assessing Safety Hardware

In subsection 630.01, delete the first paragraph and replace with the following:

630.01 This work consists of furnishing, installing, moving, maintaining, and removing temporary traffic signs, advance warning arrow panels, flashing beacon (portable), barricades, channelizing devices, delineators, temporary traffic signals, mobile pavement marking zones, masking and unmasking existing signs in construction zones, and concrete barriers as required by the Manual on Uniform Traffic Control Devices for Streets and Highways and the Colorado Supplement thereto, in accordance with the Contract. Devices shall comply with the performance criteria contained in NCHRP Report 350 (only applicable for devices developed prior to 2011) or MASH (acceptable for all devices).  Devices temporarily not in use shall, as a minimum, be removed from the shoulder area.  Moving will include devices removed from the project and later returned to use.

In subsection 630.02, delete the second paragraph, and replace with the following:

Temporary sign support assembly shall be timber, perforated square metal tubing inserted into a larger base post or slip base or perforated metal U-channel with a slip base.  The temporary sign support assembly shall conform to NCHRP (only applicable for sign support assemblies developed prior to 2011) or MASH (acceptable for all sign support assemblies), and AASHTO requirements regarding temporary sign supports during construction.

Subsection 630.02 shall include the following:

If a timber post is selected, it shall conform to the requirements of subsection 614.02.

In subsection 630.07(a), delete the first paragraph and replace with the following:

(a) Stackable Vertical Panels.  Stackable vertical panels shall comply with the crash test requirements contained in NCHRP Report 350 (only applicable for vertical panels developed prior to 2011) or MASH (acceptable for all vertical panels) and shall meet MUTCD requirements for vertical panels.  Vertical panels shall be retroreflectorized with Type IV sheeting, in accordance with subsection 630.02.  The stackable vertical panels shall have the following properties:  

In subsection 630.07(b), delete the first paragraph and replace with the following:

(b) Stackable Tubular Markers.  Stackable tubular markers shall comply with the crash test requirements contained in NCHRP Report 350 (only applicable for stackable tubular markers developed prior to 2011) or MASH (acceptable for all stackable tubular markers) and shall conform to MUTCD requirements for Tubular Markers.  The stackable tubular markers shall have the following properties:  

In subsection 630.09, delete the second and third paragraphs, and replace with the following:

Work zone devices designated by FHWA as Category I, II, or III, shall comply with the performance criteria contained in NCHRP Report 350 (only applicable for devices developed prior to 2011) or MASH (acceptable for all devices).  Devices designated as Category IV, including but not limited to portable or trailer-mounted devices such as flashing arrow panels, temporary traffic signals, area lighting supports, and changeable message signs are not required to meet NCHRP 350 or MASH requirements.  

Except for Category IV devices, the Contractor shall obtain and present to the Engineer the manufacturer’s written NCHRP 350 (only applicable for devices developed prior to 2011) or MASH (acceptable for all devices) certification for each work zone device before it is first used on the project.
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In subsection 630.10(a) (3) (iii), delete the third paragraph, and replace with the following:

Groups 1 and 2 shall each be equipped with a truck‑mounted Advance Warning Flashing or Sequencing Arrow Panel (C Type), and a truck mounted impact attenuator.  The impact attenuator shall be located on the rearmost vehicle of each group.  A separate vehicle for this attenuator may be used.  Each truck-mounted impact attenuator shall be certified by the manufacturer to be able to withstand a 62 MPH impact in accordance with NCHRP 350, Test Level 3 (only applicable for truck-mounted impact attenuators developed prior to 2011) or MASH, Test Level 3 (acceptable for all truck-mounted impact attenuators).  The cone setting truck and the cone pickup truck shall not be the same vehicle.

In subsection 630.16, delete the 5th paragraph.
