
 

 

July 29, 2011 
 

REVISION OF SECTIONS 206 AND 601 
BACKFILLING STRUCTURES THAT 

SUPPORT LATERAL EARTH PRESSURES 

 

NOTICE 
 

 

This is a standard special provision that revises or modifies CDOT’s Standard 

Specifications for Road and Bridge Construction.  It has gone through a formal review 

and approval process and has been issued by CDOT’s Project Development Branch with 

formal instructions for its use on CDOT construction projects.  It is to be used as written 

without change.  Do not use modified versions of this special provision on CDOT 

construction projects, and do not use this special provision on CDOT projects in a 

manner other than that specified in the instructions unless such use is first approved by 

CDOT’s Standards and Specifications Unit.  The instructions for use on CDOT 

construction projects appear below. 

 

Other agencies which use the Standard Specifications for Road and Bridge Construction 

to administer construction projects may use this special provision as appropriate and at 

their own risk. 

 

Instructions for use on CDOT construction projects:   
 

Use in projects having backfill for structures that support lateral earth pressures. 
  



 

 

July 29, 2011 
REVISION OF SECTIONS 206 AND 601 

BACKFILLING STRUCTURES THAT 
SUPPORT LATERAL EARTH PRESSURES 

 

Sections 206 and 601 of the Standard Specifications are hereby revised for this project as follows: 
 
In subsection 206.03, delete the ninth paragraph and replace with the following: 
 

Backfill material shall not be deposited against newly constructed masonry or concrete structures, until the 
concrete has developed a compressive strength of 0.8 f 'c, except in cases where the structures support lateral 
earth pressure.    Concrete compressive strength for structures supporting lateral earth pressure shall conform to 
subsection 601.12 (o). 
 
Subsection 601.12 shall include the following: 
 
(o) Backfilling Structures that Support Lateral Earth Pressure.  Concrete compressive strengths shall reach f'c 

before backfilling operations can begin with heavy equipment, such as skid-steers or self-powered riding 
compactors.  Concrete compressive strengths shall reach 0.8 f'c before backfilling operations can begin with 
hand operated equipment. 


