Sample project special: 203bhdt
08-01-05	
REVISION OF SECTION 203
BACKHOES AND DUMP TRUCKS


Section 203 of the Standard Specifications is hereby revised for this project to include the following:

DESCRIPTION

This work consists of furnishing backhoes and dump trucks, with operators, to be used for their intended purpose as directed.

CONSTRUCTION REQUIREMENTS

The dump truck shall be of at least 5 cubic yard capacity and shall be in acceptable condition to accomplish the intended work.  Backhoes shall be as described on the plans.

The above described equipment shall be furnished and maintained in good operating condition.  Equipment which, in the opinion of the Engineer, is inadequate to produce the required results, shall not be used.  All equipment shall be operated by experienced operators, approved apprentices or approved competent trainees. The equipment shall be used as directed by the Engineer.

METHOD OF MEASUREMENT

The quantity to be measured under this item will be the number of hours that each backhoe or dump truck is actually used as ordered.  A minimum of four hours for any partial shift will be paid for unless the piece of equipment is inoperative due to breakdown or other causes determined to be the Contractor's responsibility. Time involved in moving onto or off the project will not be measured and paid for under this item.

Time will be paid for moving backhoes or dump trucks from one location on the project to another, if directed; but time will not be allowed for moving backhoes and dump trucks considered to be idle or for moves which are made for the convenience of the Contractor.

Payment for a minimum of four hours will not be allowed in cases where the equipment or its operator is assigned to work on other pay items on the project.

BASIS OF PAYMENT

The accepted quantities will be paid for at the contract price for each of the pay items listed below.

Payment will be made under:

Pay Item				Pay Unit
Truck (Dump)			Hour
Backhoe				Hour
