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REVISION OF SECTION 601
QC TESTING REQUIREMENTS FOR STRUCTURAL CONCRETE

NOTICE


This is a standard special provision that revises or modifies CDOT’s Standard Specifications for Road and Bridge Construction.  It has gone through a formal review and approval process and has been issued by CDOT’s Project Development Branch with formal instructions for its use on CDOT construction projects.  It is to be used as written without change.  Do not use modified versions of this special provision on CDOT construction projects, and do not use this special provision on CDOT projects in a manner other than that specified in the instructions unless such use is first approved by CDOT’s Standards and Specifications Unit.  The instructions for use on CDOT construction projects appear below.

Other agencies which use the Standard Specifications for Road and Bridge Construction to administer construction projects may use this special provision as appropriate and at their own risk.

Instructions for use on CDOT construction projects:  

Use on projects having any type of structural concrete construction.
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REVISION OF SECTION 601
QC TESTING REQUIREMENTS FOR STRUCTURAL CONCRETE

Section 601 of the Standard Specifications is hereby revised for this project as follows:

Delete the first paragraph of subsection 601.17 and subsection 601.17(a) and replace with the following:

601.17 Acceptance and Pay Factors. These provisions apply to all concrete. The Contractor shall sample 601 pay items for both QC and QA in accordance with CP 61. The Engineer will witness the sampling and take possession of the QA samples at a mutually agreed upon location.  The Contractor shall be responsible for Quality Control (QC) testing for 601 pay items.  QC testing shall be performed at least once per day and then once per 50 cubic yards for concrete slump, unit weight and concrete temperature for each 601 pay item.

(a) Air Content.  The first three batches at the beginning of each day’s production for each 601 pay item shall be tested by the Contractor’s QC and CDOT’s QA for air content.  When the QC and QA air content measurements differ by more than 0.5 percent, both the QC and QA air meters shall be checked in accordance with ASTM C 231.  When air content is below the specified limit, it may be adjusted in accordance with subsection 601.08. Successive batches shall be tested by the Contractor’s QC and witnessed by the Engineer until three consecutive batches are within specified limits. After the first three batches, CDOT will follow the random minimum testing schedule. After the first three batches the Contractor shall perform QC testing at a frequency of one random sample per 50 cubic yards.   Air content shall not be adjusted after a CDOT QA test.

Subsection 601.19 shall include the following:

The Contractor’s QC testing will not be measured and paid separately, but shall be included in the work. 
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