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REVISION OF SECTION 201
CLEARING AND GRUBBING


NOTICE


This is a standard special provision that revises or modifies CDOT’s Standard Specifications for Road and Bridge Construction  It has gone through a formal review and approval process and has been issued by CDOT’s Project Development Branch with formal instructions for its use on CDOT construction projects.  It is to be used as written without change.  Do not use modified versions of this special provision on CDOT construction projects, and do not use this special provision on CDOT projects in a manner other than that specified in the instructions unless such use is first approved by CDOT’s Standards and Specifications Unit.  The instructions for use on CDOT construction projects appear below.

Other agencies which use the Standard Specifications for Road and Bridge Construction to administer construction projects may use this special provision as appropriate and at their own risk.

Instructions for use on CDOT construction projects:  

Use in projects having earthwork.
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REVISION OF SECTION 201
CLEARING AND GRUBBING

Section 201 of the Standard Specifications is hereby revised for this project as follows:

In subsection 201.02, delete the third paragraph and replace with the following:

All surface objects, trees, stumps, roots, and other protruding obstructions not designated to remain shall be cleared and grubbed.  In areas to be rounded at the tops of backslopes, stumps shall be removed to at least 2 feet below the surface of the final slope line.

In subsection 201.02, delete the ninth paragraph and replace with the following:

The Contractor shall clear and grub the areas within the excavation or embankment grading limits and shall include the removal from the ground of brush, roots, sod, grass, residue of agricultural crops, sawdust, and other vegetable matter.   See subsection 208.04(e) for disturbed area limits.
