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Revision of Section 630
Audible Warning Device
Revise Section 630 of the Standard Specifications for this project as follows:
Subsection 630.01 shall include the following:
This work consists of the construction of a temporary audible warning device which is fully ADA compliant with current PROWAG guidelines at locations as shown on the plans and CDOT Standard DS-630-1a.
Subsection 630.09 shall include the following:
The Audible Warning Device shall be a proximity-activated audible sign that provides notice of a detour route or other applicable details required for pedestrians with visual impairments to safely navigate the work zone.
Audible Warning Device volume should be set to a maximum of 5 A-weighted decibels (dBA) louder than ambient sound. Automatic volume adjustment in response to ambient traffic sound levels shall be provided up to a maximum volume of 100 dBA.
When used, an Audible Warning Device message shall provide a complete physical description of the temporary pedestrian bypass including duration, length of (and/or distance to) the bypass, any restrictions/hazards, and project contact information. The warning device(s) may also describe an alternate route. The number and location of devices shall be determined and approved by the Project Engineer for each project prior to starting work. Devices may be placed prior to sidewalk work to warn regular users of the planned work. 
The following are the specific message elements to include.
· Brief announcement to get the pedestrian’s attention.
· Current location of the pedestrian.
· What is occuring.
· Where is the impact (accessible path availability and event duration).
· Advisory action.
· Project information.
Subsection 630.13 shall include the following:
The construction and installation of Audible Warning Devices shall be in accordance with the manufacturer’s recommendations.
Warning devices shall be placed at the following locations:
· Locations where the temporary pedestrian route differs from the existing condition,
· Locations ahead of a closure where a pedestrian may need to take a detour around the construction area, and/or
· Locations where pedestrians need to make a decision at a different location in the existing condition.
Subsection 630.17 shall include the following:
Audible Warning Device will be measured as the actual number installed and accepted.
Subsection 630.18 shall include the following:
Payment will be made under:
	Pay Item
	Pay Unit

	Audible Warning Device
	Each


Movement of the audible warning device to different locations, when required, will not be measured and paid for separated, but shall be included in the work.
Updating the message of the device, when required, will not be measured and paid for separately, but shall be included in the work.
