COLORADO DEPARTMENT OF TRANSPORTATION Reference No.
PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 2001-00

Materials Laboratory PART 1: Completed by Product Representative
Colorado Department of Transportation PART 2: Completed by CDOT Product Evaluation Coordinator
4201 East Arkansas Avenue PART 3: Completed by CDOT Expert Product Evaluator
Denver, Colorado 80222 PART 4: Completed by CDOT Materials Engineer
PART 1
Product name: Product category:
WHIRLyGIG M & S Standards\Miscellaneous
Product representative (name & address): Manufacturer (name & address):
WHIRLyGIG Company {Vern Hinkle }0 WHIRLyYGIG Company {Vern Hinkle}0
2418 Bishop Circlel 2418 Bishop Circlell
Caldwell, ID 83605 Caldwell, ID 83605
Phone: (800) 307-4263 Fax:  (208) 454-2093 Phone: (208) 459-6898 Fax: (208) 454-2093

Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

The WHIRLyGIG system is an apparatus (plastic forms & custom cutter) and a method for raising manhole rings & covers to final grade. [
The thermoplastic concrete form, which when cut to proper height and slope, replaces the old method of using concrete grade/adjustment
rings for manhole risers/collars.

Usage of product, (be specific to CDOT highway activities only):
For new construction and rehabilitation that requires the replacement of existing manhole risers/collars.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

The old method of raising / collaring manhole rings and covers utilizes heavy concrete grade / adjustment rings (frequently cracked) and O
grout, which deteriorates because it is exposed to corrosive sewer gases. The WHIRLyGIG System utilizes a plastic form (weighing 3% as [
much as concrete grade rings) for a monolithic riser/collar, which is left in place to protect the concrete and brighten the manhole. Itisal
superior end product, costs less, installation time is six minutes vs one man hour, safer for workers (lower injury/accident rate).

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):
J coot

O Ast™

U AAsHTO:
O FHWA
O other

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):
U NTPEP-AASHTO:

O HITEC or FHWA :
D FHWA or other
d other

State DOT Approvals, (current documentation required):
CA, GA, IL, MI, NY, TX, VA

Evaluation Procedure, (recommended):
Because of the simplicity of this product and the enclosed video tape, the use is pretty much self-explanatory.

Sample submitted: ] yes no O na | Materials Safety Data Sheets (MsDS):Hl yes O no Q na

Notes/Additional Comments
Since the riser / collar is an end product, the only specifications & testing to be met are accuracy of placement of the steel ring & quality of [

the concrete subject to any applicable AASHTO & ASTM specifications.

Manufacturer's Web-site address:  www.whirlygigcompany.com Submit > |
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