
FOR INTERNAL CDOT USE

COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX:

Web-site address:

Phone: FAX:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):

q  CDOT :

q  ASTM :

q  AASHTO :

q  FHWA :

q  other :

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):

q  NTPEP-AASHTO :

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q  yes q  no q  n/a Materials Safety Data Sheets (MSDS):  q  yes q  no q  n/a

Notes/Additional Comments
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Material code:

Material code description full name:

Attn: Attn:

Restrictions, (installation and/or use):


	apl#: 2003-13
	matlcode: 601.09.01.00
	matcodedes: Concrete, Patching Material
	prodname: Commercial Grade FastSet Concrete Mix (Product No. 1004-51)
	prodcat: Concrete\Repair/Patching\Rapid Set, Horizontal
	prodrepattn: Dale Nehls
	prodrepaddress: QUIKRETE - Colorado
2660 West 64th Avenue
Denver, CO  80221
	prodrephone: (303) 429-2111
	prodrepfax: (303) 428-9265
	prodweb: www.quikrete.com
	prodmanattn: Rich Braun
	prodmanaddress: The Quikrete Companies
3490 Piedmont Rd, NE Suite 1300
Atlanta, GA  30305
	prodmanphone: (404) 634-9100
	prodmanfax: (404) 842-1424
	prodmanweb: www.quikrete.com
	prodesc: FastSet Concrete Mix (No. 1004-51) is a high-strength, rapid hardening, pre-blended concrete requiring only the addition of water. 
When tested in accordance with ASTM procedures, at a slump >3 inches, it provides the following typical results:
Final Setting Time (ASTM C191) 25-45 minutes
Compressive Strength (ASTM C39) 3 hours-3,000 psi     24 hours-5,000 psi     7 days-6,000 psi       28 days-7,000 psi
Slant Shear Bond Strength (ASTM C882): 1 day-1,000 psi     7 days-1,500 psi     
Shrinkage (ASTM C928) 28 days air >-0.03, water <+0.01.  Scaling Resistance (ASTM C672 - Visual):  2

	prodresc: During extremely hot or dry conditions, use cold water to maintain mix at a moderate placement temperature. Mix no more than can be used in 20 minutes.
	produse: Build or repair horizontal highways, bridge decks, concrete parking lots. 
	prodbene: FastSet Concrete Mix is a pre-blended product that provides consistently batched material, requiring only water to be added.  Its range of allowed thicknesses in use (1 1/2" - 24") provides for flexibility in job applications.  It has less shrinkage than ordinary Portland cement.  It is a fast-setting, high early strength concrete, which allows fast return to service.  A version with integral corrosion inhibitor is available in cases where maximum corrosion protection is desired.

	specastm: Yes
	specastmtext: C 928, R3
	specaashto: Off
	specoaashtotext: 
	specfhwa: Off
	specfhwatext: 
	specother: Off
	specothertext: 
	specodt: Off
	specodttext: 
	testfhwa: Off
	testfhwattext: 
	testother: Yes
	testotherttext: TEC Services (April 9, 2013) (June 18, 2013)
	testaashto: Off
	testaashtottext: 
	testother2: Off
	testother2text: 
	dotapp: Arizona, Illinois, Kentucky, New Jersey, New Mexico
	sampsub: no
	msds: Yes
	notesadd: A sample can be provided upon request.
Product testing:  (interim - ASTM C 666 and ASTM C 672 are still in process)


