
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4670 North Holly Street, Unit A
Denver, Colorado  80216

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of the product, (be precise, include product differentiation between your products &/or competitor’s products):

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (list specifically those applicable) & Certificate of Compliance (submittal required):

T  CDOT :
T  ASTM :
T  AASHTO:
T  FHWA :
T  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

T  NTPEP-AASHTO:
T  HITEC or FHWA :
T  FHWA or other :
T  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:T  yes T  no T  n/a Materials Safety Data Sheets (MSDS):T  yes T  no T  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:

CDOT Form #595    02/07


	prodname: Quikrete Commercial Grade FastSet Non-Shrink Grout (#1585-09)
	prodcat: Concrete\Grout\General Purpose (Non-Shrink)
	prodrep: {Dale Nehls}
QUIKRETE - Colorado
2660 West 64th Avenue
Denver, CO 80221
	prodtel#: (303) 429-2111
	prodfax#: (303) 428-9265
	prodman: 
The Quikrete Companies
3490 Piedmont Rd., NE Suite 1300
Atlanta, GA 30305
	mantel#: (404) 634-9100
	manfax#: (404) 842-1424
	prodescrip: Quikrete Commercial Grade FastSet Non-Shrink Grout (Code #1585-09) * is a dual purpose product.  Based upon the quantity of water with which it is mixed, it can be used as a fluid grout meeting ASTM C 1107, or as a repair material, meeting ASTM C 928 R3.                                                                                                                              
Quikrete FastSet-TM Non-Shrink Grout when tested in accordance with ASTM procedures provides the following typical results: C 928 (C 1107)
Final Setting Time (ASTM C 191): 20-45 (20-45) minutes
Compressive Strength (ASTM C109):3 hours (C1107 after set)-3,000 (2,000) psi,1 day-5,000 (4,000) psi,7 days-6,000 (5,000) psi,28 days-8,000 (6,500) psi
Slant Shear Bond Strength (ASTM C 882): 1 day-1,000 (1,000) psi     7 days-1,500 (1,500) psi    
	produse: As a fluid grout , it is used for anchoring and grouting of anchor bolts, retrofitted reinforcing steel, precast concrete key ways, and other industrial uses requiring high early and ultimate strength.  As a repair material, it is used to make partial depth or full depth repairs to roads and bridges.
	prodbene: Quikrete FastSet-TM Non-Shrink Grout is versatile in that is can be used either as a fluid grout meeting ASTM C 1107, or as a repair material, meeting ASTM C 928 R3.  Quikrete FastSet-TM Non-Shrink Grout provides fast setting characteristics that allows quick return to service, regardless of whether it is used as a grout or a repair material.  
	spec1: Off
	spec1cdot: 
	spec2: Yes
	spec2astm: C 928 Category R3, C 1107 (depending upon the consistency to which it is mixed)
	spec3: Off
	spec3aashto: 
	spec4: Off
	spec4fhwa: 
	spec5: Off
	spec5other: 
	test1: Off
	test1ntpep: 
	test2: Off
	test2hitec: 
	test3: Off
	test3fhwa: 
	test4: Yes
	test4other: TEC Services (6-08-2005)
	approvals: Illinois, Kansas, Kentucky, Maryland, Mississippi, South Carolina, West Virginia
	eval: Performance has been verified through an independent test lab, TEC Services (AMRL and CCRL certified).

	sample: No
	msds: Yes
	comments: 
*There are additional item numbers under which this product can be sold, based upon the package size.
City of LA also approved this product for use.
A sample can be provided upon request.
	manwebaddress: www.quikrete.com
	ref#: 2005-08


