
FOR INTERNAL CDOT USE

COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX:

Web-site address:

Phone: FAX:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):

q  CDOT :

q  ASTM :

q  AASHTO :

q  FHWA :

q  other :

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):

q  NTPEP-AASHTO :

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q  yes q  no q  n/a Materials Safety Data Sheets (MSDS):  q  yes q  no q  n/a

Notes/Additional Comments

CDOT Form #595   1/10

Material code:

Material code description full name:

Attn: Attn:

Restrictions, (installation and/or use):


	apl#: 2097-15
	matlcode: 711.02.01.00
	matcodedes: Concrete, Admixture
	prodname: Accelguard 80                                               (previously: Eucon AcN)
	prodcat: Concrete\Admixture\Accelerating || Water-Reducing & Accelerating
	prodrepattn: Brian Lewis
	prodrepaddress: The Euclid Chemical Company
19320 Redwood Road
Cleveland, Ohio 44110
	prodrephone: 216-692-8305
	prodrepfax: 216-531-9399
	prodweb: www.euclidchemical.com
	prodmanattn: Brian Lewis
	prodmanaddress: The Euclid Chemical Company
19218 Redwood Road
Cleveland, Ohio 44110
	prodmanphone: 216-531-9222
	prodmanfax: 216-531-9596
	prodmanweb: www.euclidchemical.com
	prodesc: Accelguard 80 is a Non-chloride Accelerating and a Water-Reducing & Accelerating admixture for concrete that does not contain calcium chloride or added chloride.  It improves properties of plastic and hardened concrete, provides a significant improvement in early stiffening and setting characteristics, improves workability and decreases bleeding and segregation.  Accelguard 80 is compatible with air-entraining admixtures, HRWR admixtures (super-plasticizers), and conventional water reducing admixtures.
Accelguard 80 is effective at all temperatures but is particularly effective above 50°F (10°C).
• Fully complies with ASTM C 494, Type C and E admixtures specifications.
• Fully complies with AASHTO M 194.
The typical dosage range for Accelguard 80 is 12- 90 oz per 100 lbs (780 - 5870 mL/100kg) of cementitous material. 
Higher dosages are acceptable with prior testing and confirmation of the desired performance with specific materials being used.
New product name became effective January 8, 2015.  There is absolutely no change to the formulation of the product.
	prodresc: • Accelguard 80 will freeze at temperatures of approximately -15°F (-26°C). Freezing and thawing will not harm the material if thoroughly re-agitated.
	produse: • Cold weather concreting • Structural and plain concrete • Concrete block and mortar • Precast and post tensioned concrete
	prodbene: • Reduces initial set 1 to 4 hours depending on concrete temperatures • Improves workability and provides denser concrete • Minimizes bleeding and segregation
• Improves compressive strength development at early ages • Decreases overtime allowing earlier finishing • Increases protection for reinforcement in concrete

	specastm: Yes
	specastmtext: C 494 (Type C & E)
	specaashto: Yes
	specoaashtotext: M 194 (Type C & E)
	specfhwa: Off
	specfhwatext: 
	specother: Off
	specothertext: 
	specodt: Yes
	specodttext: Standard Specifications 711.03
	testfhwa: Off
	testfhwattext: 
	testother: Yes
	testotherttext: American Engineering Testing, Inc. (November 18 & 19, 2014)
	testaashto: Yes
	testaashtottext: CADD-2013-02-032 - Report date November 18, 2014
	testother2: Off
	testother2text: 
	dotapp: AZ, ID, MO, OR, TN, VA
	sampsub: no
	msds: Yes
	notesadd: Free sample(s) will be sent upon request. • Do not use air for agitation. • Do not dispense directly onto dry cement. • Do not use Accelguard 80 with Chemcomp Cement or other modified cements without consulting The Euclid Chemical Company. • Keep concrete from freezing until a minimum of 500 psi (3.5 MPa) is achieved.
The product was previously marketed under the name Eucon AcN. 
This Form #595 is updated as of 2/23/2015.


