
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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Submit >


	product name: Speed Crete Red Line
	product category: Concrete\Repair/Patching\Rapid Set, Vertical & Overhead
	product rep: Tamms Industries                             {Ian Wienholt}
13360 Ash Circle
Thornton, CO  80241
	rep phone #: 720-929-8366
	rep fax #: 720-929-8367
	mfg name: Tamms Industries
3835 State Route 72
Kirkland, IL  60146
	mfg phone #: 800-862-2667
	mfg fax #: 815-552-2323
	product description: Speed Crete Red Line is a fast setting, ready-to-use, cement based concrete and masonry patching compound that requires only potable water for mixing.  It achieves initial set in 8 to 10 minutes, and final set within 20 minutes.  After initial set, Red Line may be shaved to conform to the surrounding substrate.  Speed Crete Red Line develops a high strength, tenacious bond, and has excellent resistance to freeze-thaw weathering.  The compressive strength at 75° F is 2,500 psi in 24 hours, 5,290 psi in 7 days, and 6,100 psi in 28 days.
	product useage: Used in the patching, repair, restoration, or reconstruction of bridge buttresses, median walls, pre-cast panels.Horizontal, vertical, overhead.
	cdot benefits: It is very user friendly and excellent results are achieved quickly and efficiently.
	spec cdot: Off
	spec cdot text: 
	spec astm: Yes
	spec astm text: C 109, C 266, C 190, C 78, C 666, C 157, C 672, D 1411
	spec aashto: Off
	spec aashto text: 
	spec fhwa: Off
	spec fhwa text: 
	spec other: Off
	spec other text: 
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: Robert L. Nelson & Associates, Inc.
	stat dot app: Arizona, New Mexico
	eval procedure: 
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	notes comments: 
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