
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	product name: NC Grout                                          (previously named Horn Grout)
	product category: Concrete\Grout\General Purpose (Non-Shrink)
	product rep: Tamms Industries                             {David McClellan}3835 State Route 72Kirkland, IL  60146
	rep phone #: 702-267-9396
	rep fax #: 702-267-9399
	mfg name: Tamms Industries3835 State Route 72Kirkland, IL  60146
	mfg phone #: 800-862-2667
	mfg fax #: 815-552-2323
	product description: Horn (Non-Corrosive Non-Shrink) Grout is a non-shrink, non-staining, ready-to-use, high early strength grout.  Its multi-flow quality allows this product to be used at various consistencies including pumping into inaccessible areas.  Compressive strength at 75° F is 4,200 psi (plastic) or 2,800 psi (flowable) in 1 day, 7,500 psi (plastic) or 5,000 psi (flowable) in 7 days, 8,000 psi (plastic) or 6,500 psi (flowable) in 28 days.
	product useage: Used interior or exterior to grout structural steel, columns, post tensioned cables, anchor bolts, pre-cast structural members, tee joints.
	cdot benefits: A cost effective grout compound that can be tailor mixed depending on application requirements.
	spec cdot: Off
	spec cdot text: 
	spec astm: Yes
	spec astm text: C 230, C 191, C 109, C 469, C 190, C 348,  C 827, 
	spec aashto: Off
	spec aashto text: 
	spec fhwa: Off
	spec fhwa text: 
	spec other: Off
	spec other text: 
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: Robert L. Nelson & Associates, Inc.
	stat dot app: Florida, Kentucky, Pennsylvania
	eval procedure: 
	sample sub: 1
	msds: 1
	notes comments: Based on a letter dated February 24, 2006: ... we are required to re-name "Horn Grout" to "NC Grout".
	mfg wed site: www.tamms.com
	MailPDF: 
	ref #: 2281-02


