
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:

CDOT Form #595     01/02
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	product name: Epcon Maxima 7 Spin-In Capsule
	product category: Adhesive\Anchoring\Acrylic
	product rep: ITW Ramset/Red Head          {Chris LaVine, Manager, Prod. Engr}
1300 N. Michael Drive 
Wood Dale, IL.  60191
	rep phone #: 800-899-7890
	rep fax #: 630-350-1858
	mfg name: ITW Ramset/Red Head
1300 N. Michael Drive 
Wood Dale, IL.  60191
	mfg phone #: 800-899-7890
	mfg fax #: (630) 350-1858
	product description: Epcon Maxima 7 Spin-In Capsules use the acrylic chemistry of the Epcon A7 Adhesive Anchoring System, but yields higher load values due to "hole scouring" while "spinning-in" of the threaded rod during installation.  The capsules can be used in temperatures as low as 0° F (with a full cure time in 24 hours), and fully cures in 20 minutes at 68° F.  Capsules can be used in damp holes and are ideal for vibratory loads with minimal slip or creep under load.  Maxima 7  can be used in horizontal applications with available hole plugs.  The capsules are available for use with 3/8", 1/2", 5/8", 3/4" and 1" diameter threaded rods. 
	product useage: Maxima 7 capsules can be used for mounting signage, light standards, etc., solid in concrete where only a few anchors are required.
	cdot benefits: Individual capsules, as opposed to large injection cartridge systems, are more economical, less wasteful, require less storage space and are more portable where only a few anchors are required on a project or repair site.  
	spec cdot: Off
	spec cdot text: 
	spec astm: Off
	spec astm text: 
	spec aashto: Off
	spec aashto text: 
	spec fhwa: Off
	spec fhwa text: 
	spec other: Off
	spec other text: 
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: ICBO Evaluation Service, Inc.(ER-5560); Southwest Inspection & Testing; Wiss, Janney, Elstner Assoc.
	stat dot app: 
	eval procedure: 
	sample sub: 2
	msds: 1
	notes comments: Product samples will be provided to CDOT at no charge upon request.
Glass Capsule Adhesive Anchors, due to their configuration, cannot be fully tested to fit any ASTM specification.
	mfg wed site: www.ramset-redhead.com
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	ref #: 2450-02


