
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	product name: Yodock Traffic Control System: Longitudinal Barrier Model 2001
	product category: TC\Barrier\Ballasted (Water Filled)
	product rep: The Yodock Wall Company, Inc.     {Leo Yodock}
623 NE 5 Terrace
Fort Lauderdale, Fl. 33304
	rep phone #: 954-462-1169
	rep fax #: 954-462-6004
	mfg name: The Yodock Wall Company, Inc.        {Leo Yodock}
623 NE 5 Terrace
Fort Lauderdale, FL 33304
	mfg phone #: 954-462-1169
	mfg fax #: 954-462-6004
	product description: Yodock Traffic Control System: Longitudinal Barrier Model 2001 is a series of interconnected plastic waterfilled Yodock Model 2001 barriers with a steel rail attachment. The waterfilled segments are safety shaped, rotomolded, waterfillable containers.  They are 46" tall, 24" wide at the base, and 6' long.  They have forklift holes located at approx. 495 mm from the ground which are used to support a steel rail attachment.  The steel rail attachment is two 89 x 89 x 6.4mm structural steel segments approx. 6' long which are placed on wood spacers and connected to steel brackets which extend through the forklift holes.  One rail is located on each side of the barrier segments.  Each rail is spliced to the adjacent rail by a 280mm segment of 64 x 64 x 6.4mm structural tubing and bolted together.  
	product useage: The product is designed to be used as a temporary barrier wall in high speed areas, 100 km/h.
	cdot benefits: The product offers a quick and simple installation of barrier wall which can be easily relocated.  The ease of installation and relocation saves both time and money.
	spec cdot: Off
	spec cdot text: 
	spec astm: Off
	spec astm text: 
	spec aashto: Off
	spec aashto text: 
	spec fhwa: Yes
	spec fhwa text: NCHRP 350, Test Level 3, FHWA
	spec other: Off
	spec other text: 
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Yes
	test fhwa other text: NCHRP 350, Test Level III (100 KM/H), FHWA Letter of Acceptance (March 27, 2002)
	test other: Yes
	test other text: Texas Transportation Institute, 10/2001 & 2/2002
	stat dot app: Florida, Georgia, Maine, Michigan, Mississippi, Tennessee, Texas
	eval procedure: 
	sample sub: 2
	msds: 3
	notes comments: The system was tested with 25 interconnected segments to NCHRP 350 Test Level III 100 KM/H.
	mfg wed site: www.waterbarrier.com
	MailPDF: 
	ref #: 2477-03


