
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:

CDOT Form #595     01/02
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	product name: FLAME TAPE tm (White)
	product category: TC\PMM\Permanent, Preformed, Thermoplastic Tape
	product rep: Ennis Paint                                       {John Lester}
311 Dover Drive
Walnut Creek, CA  94598
	rep phone #: 925-935-5954
	rep fax #: 925-935-5409
	mfg name: Ennis Paint                         {Klyne McCarty}
1509 S Kaufman
Ennis TX 75119
	mfg phone #: 8003318118
	mfg fax #: 8005550217
	product description: Preformed permanent thermoplastic pavement marking.  Adhered by heat fusion.  Available in lines, symbols, legends and custom designs. Can be applied to both asphalt and PCC without the use of a primer/sealer. 
	product useage: Used for all typical pavment marking applications as well as custom designs and colors for specific purposes (ie bike lanes-warnings).
	cdot benefits: Easy, one man application in a wide temperature range with no primer/sealer expense.  Provides durable, highly visable deliniation for motorist safety.  Will withstand urban traffic volumes and will not deteriorate due to sunlight, oil, gasoline, water, salt, or pavement asphalt content. Provides excellent durability as well as prominant day and night visiability. Gives a minimum skid resistance value of 45 BPN when properly applied. May be used to repair existing markings and is capable of fusing to itself as well as to worn hydrocarbon and alkyd thermoplastic markings.
	spec cdot: Yes
	spec cdot text: Standard Specifications 713.14 & 627.06
	spec astm: Off
	spec astm text: 
	spec aashto: Yes
	spec aashto text: M 249 (as applicable to preformed materials)
	spec fhwa: Off
	spec fhwa text: 
	spec other: Off
	spec other text: 
	test ntpep aashto: Yes
	test ntpep aashto text: Applied annually 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Off
	test other text: 
	stat dot app: KS, SC, WA
	eval procedure: Adoption from material performance on tests placed in districts across CO.
	sample sub: 2
	msds: 1
	notes comments: Samples available upon request at no charge. Application demonstrations available upon request at no charge. Previous version of material has been placed on past NTPEP test decks - improved version has been applied to CO roads and 2001& 2002 test decks. FLAMETAPE is currently used by numerous cities and states without QPL's (NV, IO, GA, MA etc).
	mfg wed site: www.ennispaint.com
	MailPDF: 
	ref #: 2482-05


