
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:

CDOT Form #595     01/02

Submit >


	product name: Epoplex LS50, Yellow (Single Drop) for PCCP Roads Only
	product category: TC\PMM\Permanent, Paint, Epoxy
	product rep: Epoplex                                            {Bob Casey}One Park AvenueMaple  Shade, NJ  08052
	rep phone #: 801-619-1442
	rep fax #: 801-619-1443
	mfg name: Epoplex                              {Kent  Stough, Jr., Director}One Park AvenueMaple Shade, NJ  08052
	mfg phone #: 800-822-6920
	mfg fax #: 856-321-7559
	product description: Two-component, 100% solids, fast setting material for highway marking.  Provides long term durability and corrosion and abrasion resistance.   UV light stable; high reflective qualities; 2 to 1 ratio mix; road surface and air temperature minimum 40°F and above; no track time 50 minutes or greater @ 32°F / 10 minutes or less @ 77°F.  Minimum expected service life - 3 years depending upon conditions.
	product useage: Pavement marking material for both cementitious and asphalt highway surfaces for edging, center line and all intersection markings.
	cdot benefits: High retained reflectivity and durability; high degree of UV stability; yellowness index maximum after QUV 20 (ASTM D1925); manufactured under ISO 9002 Certification.
	spec cdot: Yes
	spec cdot text: Standard Specification 708.05
	spec astm: Yes
	spec astm text: D 1625, D 711, D 4541, D 2240, D 4060, D 638, D 695, D 2471, D 1925, D 476, D 0211, D 2074, E 97
	spec aashto: Off
	spec aashto text: 
	spec fhwa: Off
	spec fhwa text: 
	spec other: Off
	spec other text: 
	test ntpep aashto: Yes
	test ntpep aashto text: Report 00 NTPEP 203, PA Test Deck
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: KTA-Tator, Inc. (6-17-2003)
	stat dot app: CA, KS, MI, MN, MO, NV, NY, NC, SD
	eval procedure: Independent lab data, NTPEP data; field data from other states
	sample sub: 1
	msds: 1
	notes comments: Preliminary data provided from the 2002 NTPEP Test Deck in PA.
	mfg wed site: www.epoplex.com
	MailPDF: 
	ref #: 2487-03


