
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	product name: Polyfast LPL
	product category: Concrete\Repair/Patching\Rapid Set, Vertical & Overhead
	product rep: Dayton Superior                           {Todd Fraker or Robert Wendell}
4950 Olive Street
Commerce City, CO 80022
	rep phone #: 303-289-4808
	rep fax #: 303-289-3451
	mfg name: Dayton Superior Specialty Chemical Corporation
4226 Kansas Avenue
Kansas City, KS 66106
	mfg phone #: 913-279-4800
	mfg fax #: 913-371-3330
	product description: Polyfast LPL (Long Pot Life) is a high strength, polymer modified repair mortar designed for vertical/overhead/horizontal applications.  The minimum application temperature is 40°F.  The compressive strength @ 72°F is: 4100 psi in 1 day, 6500 psi in 3 days, 8100 psi in 7 days, and 9000 psi in 28 days.  Polyfast LPL remains plastic @ 72°F for an average of 20 minutes, has an initial set in 60 minutes, and a final set in 150 minutes.

	product useage: Repair of bridge superstructure, piers, wing walls, etc.
	cdot benefits: High strength and low permeability with short down-times due to rapid strength gain.  Contains no chlorides.  Exceptionally high bond strength.  Cost effective.
	spec cdot: Off
	spec cdot text: 
	spec astm: Yes
	spec astm text: C 348, C 496, C 1042, C 157, C 1202, C 109
	spec aashto: Off
	spec aashto text: 
	spec fhwa: Off
	spec fhwa text: 
	spec other: Off
	spec other text: 
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: J.E Bennett Consultants;  CTL Testing and Materials Technology
	stat dot app: 
	eval procedure: Test in accordance with ASTM or project specifications.
	sample sub: 2
	msds: 1
	notes comments: Samples available upon request. Widely distributed in Colorado.  Has been in continuous use in Colorado for over 10 years.
	mfg wed site: www.daytonsuperiorchemical.com
	MailPDF: 
	ref #: 2499-03


