
FOR INTERNAL CDOT USE

COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX:

Web-site address:

Phone: FAX:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):

q  CDOT :

q  ASTM :

q  AASHTO :

q  FHWA :

q  other :

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):

q  NTPEP-AASHTO :

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q  yes q  no q  n/a Materials Safety Data Sheets (MSDS):  q  yes q  no q  n/a

Notes/Additional Comments
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Material code:

Material code description full name:

Attn: Attn:

Restrictions, (installation and/or use):


	apl#: 2517-15
	matlcode: 705.01.01.00
	matcodedes: Joint Sealant with Backer Rod
	prodname: Dow Corning 902 RCS 
	prodcat: Sealant (Joint & Crack)\Silicone, Joint\Self-Leveling
	prodrepattn: Jason Sika
	prodrepaddress: Dow Corning Corporation
12081 W Alameda Pkwy, #421
Lakewood, CO  80228
	prodrephone: (303) 980-1780
	prodrepfax: (303) 980-1789
	prodweb: www.dowcorning.com                          email:  jason.sika@dowcorning.com
	prodmanattn: Jason Sika
	prodmanaddress: Dow Corning Corporation
South Saginaw Road
Midland, Michigan  48686
	prodmanphone: 989-496-6000
	prodmanfax: 
	prodmanweb: www.dowcorning.com
	prodesc: Dow Corning(R) 902 RCS Joint Sealant is a two-component, cold applied, rapid-cure silicone sealant that extrudes over a wide temperature range and cures to an ultra low modulus silicone rubber. Because Dow Corning 902 RCS is a rapid cure sealant it is typically used for bridge applications.  The rapid cure allows this sealant to properly cure in high movement applications such as bridge joints.  Dow Corning 902 RCS is suitable for use with portland cement concrete, steel, and polymeric concrete.  Application temperature range of -20°F to 120°F; however it is suggested to apply when the temperature is 40°F and rising due to moisture considerations.  Contact Dow Corning when below 40°F.  Tack free tine at 77°F is 30 to 60 minutes.  Long-life reliability - under normal conditions, cured sealant stays rubbery from -50°F to 300°F without tearing, cracking or becoming brittle.

	prodresc: Do not paint.  Must be applied on sound, dry, concrete.  Sealant must be fully cured before applying concrete stains or water repellents.
	produse: 902 RCS is effective in sealing high movement bridge joints in both new and rehabilitation projects.
	prodbene: The rapid cure properties of 902 allow minimal lane/bridge closures to properly install the sealant.  Because silicone bonds to silicone the joint can be sealed one lane at a time.  The new sealant will bond to the sealant installed in the previously installed lane.  Full road/bridge closures are not required.  Silicone bonding to silicone also makes repairing damaged sealant relatively simple.  Silicones offer the benefit of being a chemically stable material that are virtually unaffected by weather and U.V. exposure.

	specastm: Yes
	specastmtext: C 719, C 793
	specaashto: Off
	specoaashtotext: 
	specfhwa: Off
	specfhwatext: 
	specother: Off
	specothertext: 
	specodt: Yes
	specodttext: Standard Specifications Subsection 705.01 (a)
	testfhwa: Off
	testfhwattext: 
	testother: Yes
	testotherttext: DL Laboratories (October 13, 2009)
	testaashto: Off
	testaashtottext: 
	testother2: Yes
	testother2text: PRI-CMT (6-23-2014)
	dotapp: FL, NE, OR, TX, VA                                                         (Kentucky is the state of manufacture.  No QPL but silicone spec.  Dow Corning 902 meets spec.)
	sampsub: no
	msds: Yes
	notesadd: 


