
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:

CDOT Form #595     01/02

Submit >


	product name: Lyons Plant, Portland Cement, Type III Low Alkali
	product category: Concrete\Minerals\Cement, Portland ASTM C150
	product rep: CEMEX                                            {Kevin Kane}                                                                                24318 East Roxbury Circle Aurora, CO    80016
	rep phone #: (303) 699-8324
	rep fax #: 720-870-3959
	mfg name: CEMEX                              5134 Ute HighwayLyons, CO  80540
	mfg phone #: (303) 823-2100
	mfg fax #: (303) 823-2199
	product description: This is an ASTM C 150 Type III Portland Cement that contains less than 0.60% alkali (Na equivalent).  It meets all of the requirement under ASTM C 150 for Type III.
	product useage: This product is used when the potential for a detrimental alkali-silica reaction is present.  It is primarily used in high strength applications.
	cdot benefits: Type III LA cement helps to mitigate the alkali-silica reaction in concrete.  Multiple suppliers of Type III Low Alkali are a benefit to the State and to contractors.
	spec cdot: Off
	spec cdot text: 
	spec astm: Yes
	spec astm text: C 150, Type III
	spec aashto: Off
	spec aashto text: 
	spec fhwa: Off
	spec fhwa text: 
	spec other: Off
	spec other text: 
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: Internal laboratory testing per ASTM standard.
	stat dot app: 
	eval procedure: Test method used on prior submittals to qualify Portland cements.
	sample sub: 1
	msds: 1
	notes comments: Samples available on request, free of charge, from the manufacturer in any quantity necessary for laboratory testing.  Direct requests to the product representative listed at the top of this form.
	mfg wed site: www.cemex.com
	MailPDF: 
	ref #: 2540-03


