
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:

CDOT Form #595     01/02

Submit >


	product name: Plastocrete 161 FL
	product category: Concrete\Admixture\Water Reducing & Accelerating
	product rep: Sika Corporation                             {Ondrej Masek}
201 Polito Avenue
Lyndhurst, NJ 07071
	rep phone #: (201) 933 8800
	rep fax #: (201) 933-6225
	mfg name: Sika Corporation 
201 Polito Avenue
Lyndhurst, NJ 07071
	mfg phone #: (201) 933 8800
	mfg fax #: (201) 933-6225
	product description: Plastocrete 161 FL is a non-chloride water reducing and accelerating admixture. Plastocrete 161 FL contains no calcium chloride or any intentionally added chlorides and will not initiate or promote the corrosion of steel members present in the concrete.  Plastocrete 161 FL is an effective accelerator where early strength concrete is desired and use of calcium chloride is prohibited.  Plastocrete 161 FL meets the requirements of ASTM C 494 Types C & E and AASHTO M 194 Types C & E.  Plastocrete 161 FL can be used in the Ready mix and Precast industry for production of all types of concrete.
	product useage: Bridge decks, bridge beams, I beams, double T's, Inverted T's, columns, manholes, concrete slabs.
	cdot benefits: Plastocrete 161 FL can be succesfully used to accelerate set times and increase early strength gain where job-site efficiency is important in order to meet construction deadlines.  Plastocrete 161 FL saves money and time by allowing faster finishing and stripping of concrete surfaces and reduce heating, curing, and labor costs. 
	spec cdot: Off
	spec cdot text: 
	spec astm: Yes
	spec astm text: C 494, Type C & E
	spec aashto: Yes
	spec aashto text: M 194, Type C & E
	spec fhwa: Off
	spec fhwa text: 
	spec other: Off
	spec other text: 
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: SOR Testing Laboratories, Inc. (04-12-2001); Galbraith Laboratories, Inc. (07-02-01)
	stat dot app: Florida, Iowa, Minnesota, New York, South Carolina, Texas
	eval procedure: 
	sample sub: 2
	msds: 1
	notes comments: Additionally, approved by the City of Los Angeles.  Sample available upon request to DOT at no cost.

	mfg wed site: www.sikausa.com
	MailPDF: 
	ref #: 2625-04


