
FOR INTERNAL CDOT USE

COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX:

Web-site address:

Phone: FAX:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):

q  CDOT :

q  ASTM :

q  AASHTO :

q  FHWA :

q  other :

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):

q  NTPEP-AASHTO :

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q  yes q  no q  n/a Materials Safety Data Sheets (MSDS):  q  yes q  no q  n/a

Notes/Additional Comments
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Material code:

Material code description full name:

Attn: Attn:

Restrictions, (installation and/or use):


	apl#: 2635-11
	matlcode: 601.09.01.00
	matcodedes: Concrete, Patching Material
	prodname: SikaQuick® 2500
	prodcat: Concrete\Repair/Patching\Rapid Set, Horizontal
	prodrepattn: Mark Tharnish
	prodrepaddress: Sika Corporation 
1429 S. Grand Baker Circle
Aurora, CO  80018
	prodrephone: 303-400-3379
	prodrepfax: (303) 400-0335
	prodweb: www.sikaconstruction.com
	prodmanattn: 
	prodmanaddress: Sika Corporation
201 Polito Avenue
Lyndhurst, NJ  07071
	prodmanphone: (201) 933-8800
	prodmanfax: (201) 933-6225
	prodmanweb: www.sikaconstruction.com
	prodesc: SikaQuick® 2500 is a one-component, cementitious fast-setting repair mortar/concrete.  Fast-set allows vehicle traffic within 1-hour.  Initial set @ 14-21 minutes.  Final set @ 20-36 minutes.  High-early mortar compressive strength of 2,500 psi @ 1-hour; 4,000 psi @ 2-hours; 6,500 psi @ 1-day.  Concrete compressive strength of 2,000 psi @ 2-hours; 3,500 psi @ 1-day.  Bond strength to hardened concrete of 2,000 psi @ 1-day and 2,900 psi @ 7-days.  Low shrinkage % of 0.06.  Modulus elasticity compatible with hardened concrete.  Low permeability providing high resistance to chloride attack on the rebar.  High freeze/thaw resistance, scaling resistance and abrasion resistance for long wear in Colorado climate.
	prodresc: Minimum ambient and surface temperature 45°F and rising.  Minimum application thickness ¼" as a mortar and 1" extended with aggregate.
	produse: As a fast-setting repair material for spalled concrete applications on concrete bridge decks and concrete pavement.
	prodbene: Product does not contain chlorides which are sometimes used to accelerate cementitious materials.  It is not gypsum based so it will perform in wet/dry conditions.  Can be used for full-depth repairs.  Reduce traffic downtime for pothole/spall repairs.  Allows for overcoating in 4-hours with a waterproof membrane system.  Easy handling/mixing and placement characteristics to allow applicator to get the work are completed and open to traffic.  Competitive product pricing schedule allows for an economical repair completion and return to public use.
	specastm: Yes
	specastmtext:  C 928 [C 109, C 39, C 78, C 496, C 596, C 469, C 1202, C 666, C 779, D 882]
	specaashto: Off
	specoaashtotext: 
	specfhwa: Off
	specfhwatext: 
	specother: Yes
	specothertext: ACI 503
	specodt: Off
	specodttext: 
	testfhwa: Off
	testfhwattext: 
	testother: Off
	testotherttext: 
	testaashto: Off
	testaashtottext: 
	testother2: Yes
	testother2text: SOR Testing Laboratories, Inc (2-25-2008)
	dotapp: Minnesota, New York, Wisconsin
	sampsub: no
	msds: Yes
	notesadd: Sample material available for a controlled evaluation procedure.


