
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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Submit >


	product name: Tactile Warning Surfaces
	product category: TC\Pedestrian Safety\ADA Truncated Dome
	product rep: ADA Solutions, Inc.                         {Joseph R. Dunnigan}
One Survey Circle
North Billerica  MA  01862
	rep phone #: (800) 372-0519
	rep fax #: (978)262-9125
	mfg name: ADA Solutions, Inc.
One Survey Circle
North Billerica  MA  01862
	mfg phone #: (800) 372-0519
	mfg fax #: (978)262-9125
	product description: Tactile Warning Surfaces are the composite paver units (Cast-In-Place and Pre-Filled) and the composite surface applied panels (Surface Mount and Flush Mount).  They are a glass reinforced polyester based, colorfast UV stable composite.  Patterns are staggered truncated dome for transit facilities and in-line truncated dome for pedestrian crossings.  Slip Resistance (C 1028) 0.98 dry and 0.94 wet.  Accelerated Weathering (G 26 @ 3,000 hours) - no change.  Compressive Strength (D 695): 23,800 psi.  Flexural Strength (D 790): 24,600 psi.
Visual identification is six points in a circle on top of each dome.
	product useage: Detectable Warning Tile is installed on curb ramps per Section 4.29 of the ADAAG and on transit platforms.  For CDOT application, surface applied panels may be used for retrofit only when selected by the project engineer.
	cdot benefits: The products provide needed way finding guidance for the blind and the visually impaired.  Products will perform better than brick based products and require less time for installation; thereby reducing installation costs.  ADA Solutions maintains an extensive inventory of products and can ship orders upon receipt of purchase orders.
	spec cdot: Off
	spec cdot text: 
	spec astm: Yes
	spec astm text: D 695, D 790, D 570, C 1028, E 84, B 117, 1308, C 501, G 155, D 638, C 903, C 1026
	spec aashto: Off
	spec aashto text: 
	spec fhwa: Off
	spec fhwa text: 
	spec other: Off
	spec other text: 
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: Smith-Emery Laboratories; Plasticolors, Inc.; Plastics Technology Laboratories; SGS U.S. Testing Co.
	stat dot app: CT, NY, OR, VT
	eval procedure: Demo installations
	sample sub: 1
	msds: 3
	notes comments: 1) Paver Units: either cast-in-place or pre-filled; standard sizes - 24"x36", 24"x48", 24"x60", 36"x48", 36"x60"
2) Surface Applied Panels: either surface mount or flush mount; standard sizes - same as paver units
	mfg wed site: www.adatile.com
	MailPDF: 
	ref #: 2671-04


