
FOR INTERNAL CDOT USE

COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX:

Web-site address:

Phone: FAX:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):

q  CDOT :

q  ASTM :

q  AASHTO :

q  FHWA :

q  other :

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):

q  NTPEP-AASHTO :

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q  yes q  no q  n/a Materials Safety Data Sheets (MSDS):  q  yes q  no q  n/a

Notes/Additional Comments
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Material code:

Material code description full name:

Attn: Attn:

Restrictions, (installation and/or use):


	apl#: 2699-12
	matlcode: 705.01.01.00
	matcodedes: Joint Sealant with Backer Rod
	prodname: Pecora 301 NS
	prodcat: Sealant [Joint & Crack]\Silicone, Joint\Non-Sag
	prodrepattn: Ed Nagel
	prodrepaddress: Nagel and Associates
16597 E. Laylon Avenue
Aurora, CO  80015
	prodrephone: 720-490-5922
	prodrepfax: 
	prodweb: www.pecora.com
	prodmanattn: Glen Murphy
	prodmanaddress: Pecora Corporation
165 Wambold Rd.
Harleysville, PA  19438
	prodmanphone: 215 799 7557
	prodmanfax: 215 799 2518
	prodmanweb: www.pecora.com
	prodesc: Pecora 301 NS silicone pavement sealant is a one part, ultra low modulus product designed for sealing joints in concrete or asphalt pavement.  It has excellent unprimed adhesion to concrete, metal and asphalt substrates, superior weather resistance and remains flexible at extremely low temperatures.  Pecora 301 NS silicone pavement sealant
is a non-sag product designed for applications on horizontal or sloped surfaces.  Complies with TT-S-00230C, TT-S-001543, ASTM C920, Class 100, Type S, Grade NS, Use T, M, O, ASTM D5893 Type NS. Conforms to FAA Engineering Brief No. 36.  Review Pecora Technical Bulletin #81 for airfield standards. 
	prodresc: Not for concrete that is cured less than 7 days and for continuous water immersion.  Ambient temperature must be 40°F or greater and 120°F and lower.
	produse: Sealing of transverse contraction and expansion joints, longitudinal, center-line and shoulder joints in Portland cement concrete (PCC) and asphalt.
	prodbene: Reduces pavement deterioration by restricting surface water penetration into underlying base and sub-base layers.
Ultra low modulus resulting in high movement capability.
Aids in elimination of non-compressables.
VOC compliant.
	specastm: Yes
	specastmtext: D 5893, Type NS; C 920
	specaashto: Off
	specoaashtotext: 
	specfhwa: Off
	specfhwatext: 
	specother: Off
	specothertext: FAA Engineering Brief No. 36.
	specodt: Yes
	specodttext: Standard Specifications, Subsection 705.01
	testfhwa: Off
	testfhwattext: 
	testother: Off
	testotherttext: 
	testaashto: Yes
	testaashtottext: NTPEP Number JS-2010-01-002 (2010 Submittal Year)
	testother2: Off
	testother2text: 
	dotapp: AZ, AK, FL, GA, KS, MO, NY, OK, TN
	sampsub: Yes
	msds: Yes
	notesadd: 


