COLORADO DEPARTMENT OF TRANSPORTATION Reference No.
PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 2734-05

Materials Laboratory PART 1: Completed by Product Representative
Colorado Department of Transportation PART 2: Completed by CDOT Product Evaluation Coordinator
4201 East Arkansas Avenue PART 3: Completed by CDOT Expert Product Evaluator
Denver, Colorado 80222 PART 4: Completed by CDOT Materials Engineer
PART 1
Product name: Product category:
SB-1-TL Safety Barrier TC\Barrier\Ballasted (Water Filled)
Product representative (name & address): Manufacturer (name & address):
Safety Barriers, Inc. {David Walker} Safety Barriers, Inc.
10519 Lexington Drive 10519 Lexington Drive / P.O. Box 22517
Knoxville, TN 37923 Knoxville, TN 37923
Phone: (865) 599-9130 FAax: (865) 675-3622 Phone: (865) 966-9123 Fax:  (865) 675-3622

Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

SB-1-TL is a ultra portable, polyethylene water ballasted barrier system. Barrier dimensions are 7' 6" in overall length x 42" H x 24" W.
Empty weight of barrier shell is 164 lbs. Water fill weight of barrier is approximately 1843 Ibs. 84" of functional length is the longest in
the industry. Fill capacity over 195 gallons is the heaviest in the industry. SB-1-TL is NCHRP 350 3-11 certified with a minimimum
installation of 140’ or 20 barriers, this is the shortest length in our industry. 38 components complete this system which is the fewest pieces
used in highway kit applications.

Usage of product, (be specific to CDOT highway activities only):
Temporary work zone protection where speed limits are designated 62 mph or lower.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):
Because the SB-1-TL utilizes a cabling system, interconnecting ends and is light in weight only 3 people without the use of a crane are able
to install one barrier every 1.5 minutes saving time, labor fees, and equipment costs.

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):
J coot

U Astm
U AAsHTO:
FHWA - NCHRP 350, Test Level 3-11, FHWA

O other

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):
U NTPEP-AASHTO:

( HITEC or FHWA :
FHWA or other : NCHRP 350, Test Level 3 (100 KM/H), FHWA Letter of Acceptance (March 19, 2004)

other Texas Transportation Institute (01/2004)

State DOT Approvals, (current documentation required):
AL, GA, IL, MS, MO, SC, TN

Evaluation Procedure, (recommended):

Sample submitted: ] yes O no n/a | Materials Safety Data Sheets (MsDS):Hl yes O no Q na

Notes/Additional Comments

Manufacturer's Web-site address: www.safetybarriersinc.com Submit > |
CDOT Form #595 01/02
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