
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	product name: PCBM-12
	product category: TC\Traffic Control Enhancement\Reflector
	product rep: Filtrona Extrusion Inc.                     {Don Burger}3110 70th Avenue EastTacoma, WA 98424
	rep phone #: (530) 295-7744
	rep fax #: (530) 677-5625
	mfg name: Filtrona Extrusion Inc.3110 70th Avenue EastTacoma, WA 98424
	mfg phone #: (800) 822-7528
	mfg fax #: (253) 284-8080
	product description: PCBM-12 is made of a high-impact weatherable engineering thermoplastic.  The barrier marker exceeds the minimum MUTCD requirement for reflectivity.  It is 3.5" tall and 4.25" wide to provide over 12 square inches of reflective sheeting.
	product useage: Barrier reflector for bridges and concrete barrier walls.
	cdot benefits: It can be used for top or side mount placement which adds brightness and gives motorists extra response time when driving through dangerous work zones at night.  The durability of the marker body resists both direct and indirect vehicle impacts even in severly cold weather.
	spec cdot: Yes
	spec cdot text: Standard Specifications, 2005, Section 612.02 (b), 713.10
	spec astm: Off
	spec astm text: 
	spec aashto: Off
	spec aashto text: 
	spec fhwa: Off
	spec fhwa text: 
	spec other: Yes
	spec other text: MUTCD, 2003, Section 3D.02
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Off
	test other text: 
	stat dot app: California, Pennsylvania, South Dakota
	eval procedure: 
	sample sub: 1
	msds: 2
	notes comments: ANY QUESTIONS PLEASE CONTACT DON BURGER, (530) 295-7744 OR PETER SPEER, (800) 822-7528 EXT. 130
	mfg wed site: www.davidsontraffic.com
	MailPDF: 
	ref #: 2764-05


