
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	product name: Safe-Cure 1000
	product category: Concrete\Curing Compounds\Type II (Wax Based)
	product rep: Chem Masters                                  {Patrick Murphy}
300 Edwards Street
Madison, OH 44057
	rep phone #: (800) 486-7866
	rep fax #: (440) 428-7091
	mfg name: Chem Masters                     {Patrick Murphy}
300 Edwards Street
Madison, OH 44057
	mfg phone #: (800) 486-7866
	mfg fax #: (440) 428-7091
	product description: Safe-Cure 1000 is our white pigmented, water based, wax emulsion concrete curing compound.  It forms a continuous, watertight film over fresh concrete, reducing surface cracks and allowing it to fully hydrate to gain higher ultimate strengths.  It is VOC compliant, has 23% solids, dries in 3 hours, loses less than 0.45 kg/m^2 of water over 72 hours, and reflects about 66% of sunrays to keep the surface cool.  This product must be protected from freezing, and is not reccomended for use at temperatures below 40° F unless substrate is kept warm.
	product useage: Use to cure any outdoor concrete including pavement, driveways, sidewalks, median barriers, curbing, etc.
	cdot benefits: Has excellent moisture retention, meeting ASTM C 309 consistently.  Our emulsion is very stable, requiring less remixing less often.  Superior spraying characteristics make it easy and economical to work with.  Available in bulk, tote, drum, and pail quantities.
	spec cdot: Off
	spec cdot text: 
	spec astm: Yes
	spec astm text: C 309 Type II, Class A
	spec aashto: Yes
	spec aashto text: M 148, Type II, Class A
	spec fhwa: Off
	spec fhwa text: 
	spec other: Yes
	spec other text: Pennsylvania DOT Test Codes: 350, 352, 353, 355, 428, 480, 481, 804
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: Ohio DOT Laboratories; Pennsylvania DOT Laboratories
	stat dot app: AR,  KS, KY, LA, OH, PA, SC, WV, WI
	eval procedure: Check water retention as specified in ASTM C 156.
	sample sub: 2
	msds: 1
	notes comments: 
	mfg wed site: www.chemmasters.net
	MailPDF: 
	ref #: 2781-06


