
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	product name: Glenium 3200 HES
	product category: Concrete\Admixture\Water Reducing||Water Reducing, High Range
	product rep: BASF Admixtures, Inc.                   {Tom Pelo}
1147 Foursome Dr.,
Castle Rock, CO  80104
	rep phone #: (303) 324-5411
	rep fax #: 
	mfg name: BASF Admixtures, Inc.     {Mark Piechuta}
23700 Chagrin Blvd.
Cleveland, OH  44122-5554
	mfg phone #: (216) 839-7500
	mfg fax #: (216) 839-8825
	product description: Glenium 3200 HES is a ready-to-use full-range water-reducing admixture based on Glenium technology.  It is very effective in producing concrete with different levels of workability including applications that require the use of Rheodynamic self-consolidating concrete (SCC). Also very effective in producing concrete mixtures with very high early strength requirements.  Meets ASTM C 494 (AASHTO M 194) requirements for Type A, water-reducing and Type F, water reducing, high-range admixtures.
	product useage: Water-Reducing or High-Range Water-Reducing admixture.
	cdot benefits: Reduced water content for a given level of workability. Linear water reduction throughout the dosage range.  Can be used in a wide variety of concrete mixtures as a Type A or Type F admixture.  Controlled rheology.  Extremely high early strength development.  Produces cohesive and non-segregating concrete mixtures.
	spec cdot: Yes
	spec cdot text: Standard Specifications 711.03
	spec astm: Yes
	spec astm text: C 494 Type A, Type F
	spec aashto: Off
	spec aashto text: M 194 Type A, Type F
	spec fhwa: Off
	spec fhwa text: 
	spec other: Yes
	spec other text: CRD-C 97
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: Solar Testing Laboratories (May 20, 2002); Bowser-Morner, Inc. (April 4, 2003)
	stat dot app: CA, IN, KS
	eval procedure: Review of information packet including product data, ASTM / AASHTO conformance test data.
	sample sub: 2
	msds: 1
	notes comments: The following State DOTs have been referenced as approving this product but no documentation has been provided:  AL, CA, CT, DE, FL, GA, ID, IN, IA, KS, KY, ME, MD, MI, MO, NC, NE, NJ, NM, NY, OH, OK, OR, PA, SC, TN, TX, VA, WA, WV.  Sample available upon request.
Manufacturer:  Previously Degussa and prior to that Master Builders.
	mfg wed site: www.masterbuilders.com
	MailPDF: 
	ref #: 2790-06


