
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4670 North Holly Street, Unit A
Denver, Colorado  80216

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of the product, (be precise, include product differentiation between your products &/or competitor’s products):

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (list specifically those applicable) & Certificate of Compliance (submittal required):

T  CDOT :
T  ASTM :
T  AASHTO:
T  FHWA :
T  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

T  NTPEP-AASHTO:
T  HITEC or FHWA :
T  FHWA or other :
T  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:T  yes T  no T  n/a Materials Safety Data Sheets (MSDS):T  yes T  no T  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	prodname: BarrierGuard 800
	prodcat: Traffic Control\Barrier\Non-Ballasted (Temporary)
	prodrep: Barrier Systems, Inc.                               {Ron Keener}180 River RoadRio Vista, CA  94571
	prodtel#: 707-374-6800
	prodfax#: 707-374-6801
	prodman: Barrier Systems, Inc.180 River RoadRio Vista, CA  94571
	mantel#: 707-374-6800
	manfax#: 707-374-6801
	prodescrip: Steel safety barrier tested and approved by the FHWA to NCHRP 350 test level 4.  Approximately 540 mm (21.5") in width, 800 mm (31.5") high.  A single 12 m (40') barrier section weighs 1080 kg (2,401 lbs).
	produse: Work zone area or as a permanent installation.  BarrierGuard 800 is very quick to assemble on-site due to it's unique, quick-mount connection system.  a crew of three can install up to 300 m (1,000 ft) per hour.
	prodbene: Light weight design, ease of deployment; 600 feet can be delivered at one time versus 100 feet of concrete barrier.  Versatility: can be used for temporary work zones or as permanent installation.  Quick to assemble, a crew of 3 can install in approximately 1 hour.  Cost Per Unit $150.00 / ft. F.O.B. RV.
	spec1: Off
	spec1cdot: 
	spec2: Yes
	spec2astm: 123
	spec3: Yes
	spec3aashto: Roadside Design Guide
	spec4: Yes
	spec4fhwa: NCHRP 350 TL-4 (11-30-2004)
	spec5: Off
	spec5other: 
	test1: Off
	test1ntpep: 
	test2: Off
	test2hitec: 
	test3: Off
	test3fhwa: 
	test4: Yes
	test4other: Safe Technologies, Inc. (10-29-2004)
	approvals: Tennessee
	eval: 
	sample: No
	msds: Na
	comments: This is a new product.  Submittals are currently being sent to all states.
	manwebaddress: www.barriersysteminc.com
	ref#: 2813-06


