
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4670 North Holly Street, Unit A
Denver, Colorado  80216

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of the product, (be precise, include product differentiation between your products &/or competitor’s products):

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (list specifically those applicable) & Certificate of Compliance (submittal required):

T  CDOT :
T  ASTM :
T  AASHTO:
T  FHWA :
T  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

T  NTPEP-AASHTO:
T  HITEC or FHWA :
T  FHWA or other :
T  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:T  yes T  no T  n/a Materials Safety Data Sheets (MSDS):T  yes T  no T  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	prodname: Truncated Dome Pavers
	prodcat: Traffic Control\Pedestrian Safety\ADA Truncated Dome
	prodrep: Cold Spring Granite Company                 {Rick Reischl}
202 South Third Avenue
Cold Spring, MN  56320-2593
	prodtel#: 320-685-4661
	prodfax#: 320-685-4877
	prodman: Cold Spring Granite Company                 {Rick Reischl}
202 South Third Avenue
Cold Spring, MN  56320-2593
	mantel#: 800-551-7502
	manfax#: 320-685-4877
	prodescrip: Truncated Dome Pavers are natural granite stone products.  The nominal sizes are: 12" x 12", 12" x 24", 24" x 24", and 24" x 36".  The standard thicknesses are 1 1/4", 2", 3", and 4 1/4".  It has a high compressive strength of 17,500 to 27,000 psi for standard colors.  It is available in nine different colors.
	produse: For curb ramps, medians and islands, and raised islands.
	prodbene: Highly sustainable and cost effective, slip resistant, aesthetically pleasing
	spec1: Off
	spec1cdot: 
	spec2: Yes
	spec2astm: C 97, C 170, C 99, C 241, C 880
	spec3: Off
	spec3aashto: 
	spec4: Off
	spec4fhwa: 
	spec5: Off
	spec5other: 
	test1: Off
	test1ntpep: 
	test2: Off
	test2hitec: 
	test3: Off
	test3fhwa: 
	test4: Yes
	test4other: ABIC Testing Laboratories, Inc. (August 13, 2002)
	approvals: 
	eval: 
	sample: Yes
	msds: Yes
	comments: MN DOT (routine approval) Terry Beaudry (651) 779-5610 & VT DOT (experimental) Jon Kaplan (802) 828-0059
	manwebaddress: www.coldspringgranite.com
	ref#: 2817-06


