
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	product name: ROBO Flagger
	product category: Traffic Control\Traffic Control Enhancement\AFAD
	product rep: First Call Flagging Inc.                    {Bret P. Goss}
P.O. Box 1103
Chehalis, WA 98532
	rep phone #: (360) 740-1674
	rep fax #: (866) 811-5219
	mfg name: First Call Flagging Inc.
P.O. Box 1103  
Chehalis, WA 98532
	mfg phone #: (360) 740-1674
	mfg fax #: (866) 811-5219
	product description: ROBO Flagger is an automated flagging assistance device (AFAD) intended to replace one human flagger at one end of the work zone.  It is a Red/Yellow Lens AFAD.  The operator will utilize a wireless remote control to manage the ROBO Flagger. Another use would be to use two AFADs by stationing one human flagger in the center of the work zone to control both units. The ROBO Flagger has an intrusion alarm, an emergency stop, and the ability to use the unit in a non-line of site situation utilizing a different remote control.  ROBO Flagger is trailer mounted and weighs 1,600 pounds.  
	product useage: Traffic control during crack sealing, bridge work, or any type of work on a 2 lane facility requiring human flaggers.
	cdot benefits: The ROBO Flagger will immediately increase safety.  One human on the road versus two.  Using two machines with an operator in the center will eliminate a human flagger from the road.  You can use the hand held remote to control traffic, be stationed off the road, yet still have a human in control of traffic.  Savings of money is due to 1/2 the labor force now required for flagging a job. 
	spec cdot: Off
	spec cdot text: 
	spec astm: Off
	spec astm text: 
	spec aashto: Off
	spec aashto text: 
	spec fhwa: Yes
	spec fhwa text: 2003 MUTCD Edition, Section 1A.10 and interim approval (1A-4R)
	spec other: Yes
	spec other text: NCHRP 350 Compliant
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: Placer County, California Department of Public Works (1-24-2006)
	stat dot app: CalTrans
	eval procedure: Use on two lane jobs that have line of site.  Use one ROBO Flagger at one end of the job, and a human flagger at the other. 
	sample sub: 2
	msds: 3
	notes comments: This product has an optional security camera that can be mounted in order to monitor the status of the equipment and document any accidents. 
	mfg wed site: www.roboflagger.com
	MailPDF: 
	ref #: 2845-06


