
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4670 North Holly Street, Unit A
Denver, Colorado  80216

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of the product, (be precise, include product differentiation between your products &/or competitor’s products):

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (list specifically those applicable) & Certificate of Compliance (submittal required):

T  CDOT :
T  ASTM :
T  AASHTO:
T  FHWA :
T  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

T  NTPEP-AASHTO:
T  HITEC or FHWA :
T  FHWA or other :
T  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:T  yes T  no T  n/a Materials Safety Data Sheets (MSDS):T  yes T  no T  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	prodname: ADA Arcis Tactile
	prodcat: Traffic Control\Pedestrian Safety\ADA Truncated Domes
	prodrep: Arcis Corp.                                               {Dan VanBrabant}
PO Box 1250
10680 Northwest 289th Place
North Plains, OR  97133
	prodtel#: (503)647-5042
	prodfax#: (503)647-7731
	prodman: Arcis Corp.
PO Box 1250
10680 Northwest 289th Place
North Plains, OR  97133
	mantel#: (503)647-5042
	manfax#: (503)647-7731
	prodescrip: Our cast stone ADA Arcis Tactile combines high strength and abrasion resistance with entrained air for significant resistance to freeze/thaw cycles.  Concrete panels thermally expand and contract at the same rate as sidewalks to help prevent cracking and delamination.  An Arcis developed computer model has allowed us to proportion an aggregate matrix that produces a product 3 times stronger than standard concrete.  Our patented pre-stressing process produces crack resistant panels.  Easily installed into wet concrete or retro-fitted into an existing sidewalk, this product provides an extremely strong, durable, cost effective and visually pleasing solution to detectable warning requirements.  Compressive strength >9,000 psi average at 56 days; flexural strength > 1200 psi; absorption < 5.3%; abrasion resistance, coefficient of loss .1cm^3/cm^2; slip resistance > .8.

	produse: Installed in new or retro-fitted into old sidewalk curb ramps to meet Federal ADA requirements.
	prodbene: Truncated dome shape and aggregate matrix specifically designed to resist damage from snow plows.  Resistance to freeze/thaw cycles with less than 1% loss after 75 cycles in 3% NaCL solution(ASTM C1262d-98).  Panels can be cut or drilled anywhere in, or around the panel to fit custom applications or sidewalk nuances without any adverse effects to the panel or installation.  Mechanically anchored to sidewalk to prevent loose panels.  Consistent compressive strength results in excess of 9000 psi.  Pre-stressed panel allows for a thinner, stronger and lighter wight panel.  Time will show the ADA Arcis Tactile is the best possible all around solution for a detectable warning paver made.
	spec1: Yes
	spec1cdot: Standard Plan M-608-1
	spec2: Yes
	spec2astm: C 140, C 293, C 418, C 1262, C 1028
	spec3: Off
	spec3aashto: 
	spec4: Off
	spec4fhwa: 
	spec5: Yes
	spec5other: ADAAG 4.29
	test1: Off
	test1ntpep: 
	test2: Off
	test2hitec: 
	test3: Off
	test3fhwa: 
	test4: Yes
	test4other: Carlson Testing, Inc. (5-16-2008); PSI (6-23-2005); PSI (2-11-2005); Universal Testing (3-17-2000 & 11-8-1999) 
	approvals: 
	eval: Compressive and flexural strength, slip resistance, abrasion resistance, freeze/thaw performance.
	sample: Yes
	msds: Yes
	comments: 
	manwebaddress: www.arcis-corp.com
	ref#: 2956-08


