
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4670 North Holly Street, Unit A
Denver, Colorado  80216

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of the product, (be precise, include product differentiation between your products &/or competitor’s products):

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (list specifically those applicable) & Certificate of Compliance (submittal required):

T  CDOT :
T  ASTM :
T  AASHTO:
T  FHWA :
T  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

T  NTPEP-AASHTO:
T  HITEC or FHWA :
T  FHWA or other :
T  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:T  yes T  no T  n/a Materials Safety Data Sheets (MSDS):T  yes T  no T  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	prodname: ACO TraffikDrain
	prodcat: M&S Standards\Hydraulic Unit Product\Misc. RESTRICTED USE
	prodrep: ACO Polymer Products, Inc.                   {Mark Vargovich}
825 W. Beechcraft St.
Casa Grande, Arizona  85222
	prodtel#: 5202334332
	prodfax#: 5204219899
	prodman: ACO Polymer Products, Inc.
825 W. Beechcraft St.
Casa Grande, Arizona  85222
	mantel#: 8884909552
	manfax#: 5204219899
	prodescrip: Pre-cast modular trench drain system, 4" internal width, 0.6% per-sloped and neutral (non-sloping).  Polymer concrete body, US made steel frame and ductile iron grate.  Grate as 60% open area to allow superior inlet hydraulics performance, integrally cast-in ductile iron edge rail with removable Load Class E/HS25 grate.  Grate is bolt-down for security & safety.  1" thick channel walls ensure durability.  TraffikDrain combines the benefits of a standard grated trench drain with a high capacity intake grate and large high volume pipe connection flume option.  This ensures maximum water intake through the grate and helps drain road surfaces as quickly as possible, minimizing ponding and the subsequent danger this creates for road users.  Compact size and shallow excavation reduces disruption of traffic and buried utilities, during installation.
	produse: Along the roadway alignment, barriers, retaining walls and medians. This product is not approved for use for cross drainage beneath a roadway in Colorado.  This product is designed as an efficient control method for standing water on roadway reducing or eliminating hydroplaning and increasing highway safety.
	prodbene: Aside from the increase in safety as a solution for standing water in high speed roadways, this product installs quickly at a rate of up to 1000'/day (proven).  Shallow installation requires less installation effort and components.  Large openings offer ease in maintenance and can be high pressure sprayed through grates.  Bolt-down grates with stainless steel bolts secure grate in traffic areas.
	spec1: Off
	spec1cdot: 
	spec2: Yes
	spec2astm: B-117, C779, C97, G23, C267, C307, C579, C580, C666, D2047, E84
	spec3: Yes
	spec3aashto: HS25 Load Testing
	spec4: Off
	spec4fhwa: 
	spec5: Yes
	spec5other: DIN 19580-Class F 200,000lbs.  
	test1: Off
	test1ntpep: 
	test2: Off
	test2hitec: 
	test3: Off
	test3fhwa: 
	test4: Yes
	test4other: PSI (4-12-02, 4-17-02, 4-30-02, 8-26-02, 4-22-03, 6-28-06, 1-05-07, 12-05-07); Case Consulting Labs, Inc. (8-03-07)
	approvals: Tennessee
	eval: This is an improvement to simple trench drain.  In it's simplicity there should be no special evaluation procedure required outside of materials certifications.
	sample: No
	msds: Na
	comments: Samples can be obtained if required.  Installation training and product training is available at no cost.  This product was previously marketed under the name of S100K.  Michigan DOT (33,000', 13,000' installed), Ohio DOT (12,000').
	manwebaddress: www.acousa.com
	ref#: 2973-08


