
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4670 North Holly Street, Unit A
Denver, Colorado  80216

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of the product, (be precise, include product differentiation between your products &/or competitor’s products):

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (list specifically those applicable) & Certificate of Compliance (submittal required):

T  CDOT :
T  ASTM :
T  AASHTO:
T  FHWA :
T  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

T  NTPEP-AASHTO:
T  HITEC or FHWA :
T  FHWA or other :
T  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:T  yes T  no T  n/a Materials Safety Data Sheets (MSDS):T  yes T  no T  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	prodname: RoadSaver 221 (Lot T 6080)
	prodcat: Sealant\Hot Poured, Joint/ Crack\ASTM 6690 Type II
	prodrep: DISSCO (Denver Industrial Sales & Service Co.)      {Mark Schonack}
850 S. Lipan St.
Denver, CO 80223
	prodtel#: (303) 935-2485
	prodfax#: (303) 935-6787
	prodman: Crafco Inc.                               {Saeed Hatefi}
6975 W. Crafco Way
Chandler, AZ  85226
	mantel#: (602) 276-0476
	manfax#: (480) 598-8794
	prodescrip: RoadSaver 221 (Part Number 34221) is a single component hot applied petroleum based crack and joint sealant for use on either asphalt or concrete pavements in moderate to cold climates. Sealant has to be heated in an oil jacketed melter with temperature control system. It can be applied using either pressure feed melter applicators or pour pots. 

RoadSaver 221 complies to ASTM D 6690 Type II (formerly ASTM 3405).  Bond test complies with Colorado's CP-L 4101.
	produse: RoadSaver 221 is an excellent choice for use in highway, street, and airfield pavements. 

	prodbene: RoadSaver 221 is supplied in solid form which when melted and properly applied form a resilient and flexible adhesive that resist cracking in winter and resist flow and pick-up in summer temperatures. 
	spec1: Off
	spec1cdot: 
	spec2: Yes
	spec2astm:  D 6690 Type II (Formerly D 3405)
	spec3: Yes
	spec3aashto:  M 324 Type II (Formerly M 301)
	spec4: Off
	spec4fhwa: 
	spec5: Yes
	spec5other:  Exceeds Federal SS-S 164
	test1: Off
	test1ntpep: 
	test2: Off
	test2hitec: 
	test3: Off
	test3fhwa: 
	test4: Yes
	test4other:  Western Technologies Inc. Phoenix, AZ (8-11-2008)
	approvals: OH, IL, PA, NY, NJ , FL , TX
	eval: Conduct evaluation according to ASTM 5329 per ASTM 6690 requirements.
	sample: No
	msds: Yes
	comments: 
	manwebaddress: www.crafco.com
	ref#: 2983-08


