
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4670 North Holly Street, Unit A
Denver, Colorado  80216

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of the product, (be precise, include product differentiation between your products &/or competitor’s products):

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (list specifically those applicable) & Certificate of Compliance (submittal required):

T  CDOT :
T  ASTM :
T  AASHTO:
T  FHWA :
T  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

T  NTPEP-AASHTO:
T  HITEC or FHWA :
T  FHWA or other :
T  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:T  yes T  no T  n/a Materials Safety Data Sheets (MSDS):T  yes T  no T  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	prodname: Masterflow 1341
	prodcat: Concrete\Grout\Post-Tensioned Cable
	prodrep: BASF Building Systems                          {Jeff Lungrin}
6824 Bernadine Drive
Watauga, TX 76148

	prodtel#: (682) 557-3974
	prodfax#: (817) 605-0809
	prodman: BASF Building Systems                          {Dan Kime}              
889 Valley Park Drive
Shakopee, MN 55379

	mantel#: (800) 433-9517
	manfax#: (800) 496-6067
	prodescrip: Specially formulated non-shrink, cementitious pumpable thixotropic grout.  Non-metallic, non-corrosive.  Zero-bleed water at elevations slightly greater than 100 ft.  Minimum ambient temperature 40° F.  Maximum ambient Temperature 100° F.  Initial set time 5 - 10 hours @ 70° F.  Compressive strength @ 70° F is 2,110 psi @ 1 day; 5,330 psi @ 7 days; 7,152 psi 28 days.  Volume Change @ 1 day - 0.06%.  Expansion @ 3 hours - 0.8%.  Schupack pressure induced bleed test - 0.0% bleed at 100 psi for 10 minutes.  Wick induced bleed test @ 3 hours - 0.0%.  Permeability @ 28 days - < 2,500 coulombs.
	produse: Use this product for both horizontal and vertical post-tensioned grouting applications for corrosion protection.
	prodbene: Excellent pump ability and extended working time with no settlement shrinkage.  Can be pumped into tall vertical ducts greater than 100' in one operation with zero bleed.  Material has a low permeability and is non-gas forming.  Provides long term protection against corrosion.  Material does not segregate.
	spec1: Yes
	spec1cdot: Standard Specification 618.09 (b)
	spec2: Yes
	spec2astm: C-136, C-138, C-939, C-940, C-942, C-953, C-1090, C-1152, C-1202
	spec3: Off
	spec3aashto: 
	spec4: Off
	spec4fhwa: 
	spec5: Yes
	spec5other: FLDOT Section 938; PTI Section 4.4.5.2, 4.4.6.2, 4.4.3
	test1: Off
	test1ntpep: 
	test2: Off
	test2hitec: 
	test3: Off
	test3fhwa: 
	test4: Yes
	test4other: Nelson Testing Laboratories (CCRL Accredited, Feb. 25, 2008)
	approvals: Oregon
	eval: Wet Density Test, Fluidity Test, Schupack Pressure Bleed Test, Initial Set Test
	sample: No
	msds: Yes
	comments: Sample material available for testing.
	manwebaddress: www.buildingsystems.basf.com
	ref#: 2991-08


