
FOR INTERNAL CDOT USE

COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX:

Web-site address:

Phone: FAX:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):

q  CDOT :

q  ASTM :

q  AASHTO :

q  FHWA :

q  other :

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):

q  NTPEP-AASHTO :

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q  yes q  no q  n/a Materials Safety Data Sheets (MSDS):  q  yes q  no q  n/a

Notes/Additional Comments
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Material code:

Material code description full name:

Attn: Attn:

Restrictions, (installation and/or use):


	apl#: 3041-10
	matlcode: 604.04.04.01
	matcodedes: Storm Water Separator, Regular Flow
	prodname: CDS
	prodcat: Drainage\Storm Water Separator\Regular Flow Hydrodynamic
	prodrepattn: Duane Herring
	prodrepaddress: CONTECH Stormwater Solutions
11835 NE Glenn Widing Drive
Portland, Oregon  97220
	prodrephone: 303-204-8438
	prodrepfax: 800-561-1271
	prodweb: www.contech-cpi.com
	prodmanattn: Duane Herring
	prodmanaddress: CONTECH Stormwater Solutions
11835 NE Glenn Widing Drive
Portland, Oregon  97220
	prodmanphone: 207-756-6200
	prodmanfax: 207-756-6212
	prodmanweb: www.contech-cpi.com
	prodesc: The CDS system uses patented 'continuous deflective separation' technology to trap and separate debris, sediment, and oil and grease from stormwater runoff.  The indirect screening capability of the system allows for 100% removal of floatables and neutrally buoyant material without blinding.  Screening and flow controls separate captured solids and minimize the resuspension and release of previously trapped pollutants.  Precast or cast-in-place, offline units can treat flows from 1 to 300 cfs.  Inline units can treat up to 6 cfs and bypass flows internally in excess of 50 cfs.  Pollutant removal capabilities of the CDS system have been proven in the lab and the field.
	prodresc: 
	produse: Post-construction stormwater treatment for urban roadway runoff from public roadways. Removal of roadway pollutants such as suspended solids, oil, etc.
	prodbene: The CDS system employs multiple primary clarification treatment processes to remove pollutants from roadway stormwater runoff in a very small footprint.  The CDS screen is self-cleaning, providing continuous stormwater treatment by preventing any clogging of the apertures in the metal screen as well as establishing the hydraulic regiment necessary to separate solids through continuous deflective separation and swirl concentration separation.  CDS units are offered in either Offline, Inline, or Drop-Inlet configurations, to best suit the needs of varying project applications, with multiple screen aperture sizes available.  CDS units provide unobstructed maintenance access.
	specastm: Off
	specastmtext: 
	specaashto: Off
	specoaashtotext: 
	specfhwa: Off
	specfhwatext: 
	specother: Off
	specothertext: 
	specodt: Off
	specodttext: 
	testfhwa: Off
	testfhwattext: 
	testother: Yes
	testotherttext: NJCAT Technology Verification for High Efficiency Continuous Deflective Separator (CDS) (January 2010)
	testaashto: Off
	testaashtottext: 
	testother2: Off
	testother2text: 
	dotapp: Ohio
	sampsub: no
	msds: n/a
	notesadd: There is one other size of First Defense available for treating higher flow rates.  The 6-foot diameter unit treats up to 2.2 cfs.  Both models arrive on site assembled and ready for installation. 


