
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4670 North Holly Street, Unit A
Denver, Colorado  80216

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of the product, (be precise, include product differentiation between your products &/or competitor’s products):

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (list specifically those applicable) & Certificate of Compliance (submittal required):

T  CDOT :
T  ASTM :
T  AASHTO:
T  FHWA :
T  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

T  NTPEP-AASHTO:
T  HITEC or FHWA :
T  FHWA or other :
T  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:T  yes T  no T  n/a Materials Safety Data Sheets (MSDS):T  yes T  no T  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:

CDOT Form #595    02/07


	prodname: Degadeck Crack Sealer Plus
	prodcat: Concrete\Micro Surface Repair
	prodrep: BASF Building Systems                          {Jeff Lungrin}6824 Bernadine DriveWatauga, TX 76148
	prodtel#: (682) 557-3974
	prodfax#: (817) 605-0809
	prodman: BASF Building Systems                          {Dan Kime}              889 Valley Park DriveShakopee, MN 55379
	mantel#: (800) 433-9517
	manfax#: (800) 496-6067
	prodescrip: Degadeck Crack Sealer Plus is a very low viscosity, low surface tension and solvent free two component methacrylate resin crack healer / sealer (MMA).  Can be opened to traffic in one hour of application.  Product can be applied in hot and cool temperatures (41° - 104°F) with the same cure time.  The cure time is controlled by the powder hardener and the amount of hardener added to the liquid depends upon the substrate temperature.  A 30 mesh dry aggregate is broadcast into the wet uncured resin.  This material is a sacrificial film that will wear over time, however the cracks will remain protected.  Viscosity 5 - 15 cP,  Bond Strength C 882 - 2215 psi, Compressive Strength D 695 - 12550 psi.
	produse: Penetrating crack sealer in concrete substrates.
	prodbene: Product is easy to mix and to apply with the reaction time controlled with the amount of powder hardener added.  Full cure to specification between 45 minutes and 1 hour, therefore reducing lane closure time.  Product can be applied in temperatures between 41° - 104° F.
	spec1: Yes
	spec1cdot: Standard Specifications 601.15 (i)
	spec2: Yes
	spec2astm: C 882, C 638, C 695, D 1475, D 2393
	spec3: Off
	spec3aashto: 
	spec4: Off
	spec4fhwa: 
	spec5: Yes
	spec5other: California Test 551 (Bond Strength Test), Crack Sealer Penetration Test
	test1: Off
	test1ntpep: 
	test2: Off
	test2hitec: 
	test3: Off
	test3fhwa: 
	test4: Yes
	test4other: Nelson Testing Laboratories (January 13, 2009)
	approvals: Oregon
	eval: Repair and seal hairline cracks on bridge deck
	sample: No
	msds: Yes
	comments: Sample material available for testing.
	manwebaddress: www.buildingsystems.basf.com
	ref#: 3048-09


