
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4670 North Holly Street, Unit A
Denver, Colorado  80216

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of the product, (be precise, include product differentiation between your products &/or competitor’s products):

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (list specifically those applicable) & Certificate of Compliance (submittal required):

T  CDOT :
T  ASTM :
T  AASHTO:
T  FHWA :
T  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

T  NTPEP-AASHTO:
T  HITEC or FHWA :
T  FHWA or other :
T  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:T  yes T  no T  n/a Materials Safety Data Sheets (MSDS):T  yes T  no T  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	prodname: Unitex Pro-Poxy Type III DOT
	prodcat: Concrete\Thin Bonded Overlay
	prodrep: Unitex                                                      {Gregg Freeman}
3101 Gardner Avenue
Kansas City, MO 64120
	prodtel#: 303-941-0123
	prodfax#: (720) 304-6535
	prodman: Unitex                                                      
3101 Gardner Avenue
Kansas City, MO 64120
	mantel#: (816)231-7700
	manfax#: (816) 483-3149
	prodescrip: Unitex Pro-Poxy Type III DOT is a urethane modified, high strength, high elongation resin that absorbs the stresses of thermal cycling and the high impact of heavy traffic and snow plows. Because of the high tensile elongation properties, >50%, (ASTM D-638) and high strength, Pro-Poxy Type III DOT will bridge cracks and expand and contract with the concrete while maintaining a high friction wearing surface with the specified aggregates.  With the addition of urethane, this formulation will withstand the high UV rays of Colorado climates without loosing it's flexibility.
	produse: This material is designed to provide an impermeable, high friction wearing surface on concrete bridge decks.  This system will protect the bridge deck from the effects of de-icing chemicals, freeze/thaw damage, the intrusion of water and wear from heavy traffic.  Can be used for minor repairs, prior to overlay.
	prodbene: Studies from many state and federal agencies demonstrate that this system will extend the life of bridge structures better than any other method and save the taxpayers money while increasing excess funds for other uses.  This system also provides a safer, high friction wearing surface in winter conditions and is lighter than asphalt membrane and quieter than concrete.
	spec1: Yes
	spec1cdot: Section 519, Thin Bonded Epoxy Overlay
	spec2: Yes
	spec2astm: C 881-90, Type III, Classes B & C; C 1202,  D 638, D 790, D 570, D 2240
	spec3: Yes
	spec3aashto: AGC-ARTBA Taskforce 34, AASHTO T-277
	spec4: Off
	spec4fhwa: 
	spec5: Yes
	spec5other: Caltrans 419 (Flexural Creep), CCP Labs DMA Analysis, ACI 503R
	test1: Off
	test1ntpep: 
	test2: Off
	test2hitec: 
	test3: Off
	test3fhwa: 
	test4: Yes
	test4other: CCP (6/20/2007), PSI (January 17, 2006), American Petrographic Services (April 1, 1998)
	approvals: 
	eval: 
	sample: No
	msds: Yes
	comments: This product has been used on CDOT Bridges with success.  
The following State DOTs were listed without approval letters: UT, NV, CA, ID, KY, MO, MI, PA, AZ, MN, IN, MS, VA and other pending.
	manwebaddress: www.unitex-chemicals.com
	ref#: 3063-09


