COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 3067-16

Product Evaluation Coordinator Material code:
Colorado Department of Transportation 709.04.02.00
4670 North Holly Street, Unit A Material code description full name:
Denver, Colorado 80216 Concrete, Reinforcing Fiber, Plastic
PART 1
Product name: Product category:
STRUX® 90/40 Concrete\Fiber\Macro Fiber
Product Representative (name & address): Manufacturer (name & address):
Attn: Alla Cannon Attn: Alla Cannon
GCP Applied Technologies Inc. GCP Applied Technologies Inc.
62 Whittemore Ave., 62 Whittemore Ave.,
Cambridge, MA 02140 Cambridge, MA 02140
Phone: (617) 498-2639 E-mail: alla.y.cannon@gcpat.com Phone: (617) 498-2639 E-mail: alla.y.cannon@gcpat.com
-Si : Web-si :
Web-site address: www.gcpat.com eb-site address: |\, cpat.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)
STRUX® 90/40 synthetic macro fiber reinforcement is a unique form of high strength, high modulus synthetic macro reinforcement that is evenly distributed
throughout the concrete matrix. STRUX 90/40 adds toughness, impact and fatigue resistance to concrete. Unlike traditional microfiber reinforcement, STRUX
90/40 is specifically engineered to provide high, post-crack control performance. Reinforced concrete with STRUX 90/40 has been shown to reliably achieve
average residual strength values in excess of 150 psi (1.0 MPa) at dosages that can easily be batched and finished. Fibers are 1.55 inches (40 mm) in length.

Restrictions, (installation and/or use):

Use of the product, (be specific to CDOT highway activities only):
It is specially designed for ease of use, rapid dispersion, good finishability and improved pumpability in slab-on-ground flooring and precast applications.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

« Savings from lower labor costs and fewer construction days.

» Enhances safety by eliminating handling of steel fibers, welded wire fabrics or light rebar.
« Eliminates concerns of proper positioning of reinforcement.

* Provides superior crack control due to the geometry and elastic modulus.

Specifications: (listing those applicable is required)

[O] CDOT : standard Specifications, Section 709.04

1 ASTM :c1116

O AASHTO:

O FHWA

O other

Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

[0 NTPEP-AASHTO:

O FHwA

O other . ICC-ES Legacy Report (4-30-2015)

O other :

[ other :
State DOT Approvals, (current documentation required): | Re-submittal Cycle: 4 years
sample submited: [1 yes [ no [ n/a | safety Data Sheets (sDs;: [ yes [no O na

Alternate Product Category:
Additional Comments:

State DOT Approvals referenced without current documentation:
Previous corporate name was W.R. Grace & Co.
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	matlcode: 709.04.02.00
	matcodedes: Concrete, Reinforcing Fiber, Plastic
	prodname: STRUX® 90/40
	prodcat: Concrete\Fiber\Macro Fiber
	prodrepattn: Alla Cannon
	prodrepaddress: GCP Applied Technologies Inc.
62 Whittemore Ave.,
Cambridge, MA  02140
	prodrephone: 617 498 2639
	prodweb: www.gcpat.com
	prodmanattn: Alla Cannon
	prodmanaddress: GCP Applied Technologies Inc.
62 Whittemore Ave.,
Cambridge, MA  02140
	prodmanphone: 617 498 2639
	prodmanfax: alla.y.cannon@gcpat.com
	prodmanweb: www.gcpat.com
	prodesc: STRUX® 90/40 synthetic macro fiber reinforcement is a unique form of high strength, high modulus synthetic macro reinforcement that is evenly distributed throughout the concrete matrix.  STRUX 90/40 adds toughness, impact and fatigue resistance to concrete.  Unlike traditional microfiber reinforcement, STRUX 90/40 is specifically engineered to provide high, post-crack control performance.  Reinforced concrete with STRUX 90/40 has been shown to reliably achieve average residual strength values in excess of 150 psi (1.0 MPa) at dosages that can easily be batched and finished.  Fibers are 1.55 inches (40 mm) in length.
	prodresc: 
	produse: It is specially designed for ease of use, rapid dispersion, good finishability and improved pumpability in slab-on-ground flooring and precast applications.
	prodbene: • Savings from lower labor costs and fewer construction days.
• Enhances safety by eliminating handling of steel fibers, welded wire fabrics or light rebar.
• Eliminates concerns of proper positioning of reinforcement.
• Provides superior crack control due to the geometry and elastic modulus.
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