COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 3083-14

Product Evaluation Coordinator Material code:
Colorado Department of Transportation 608.02.03.00
4670 North Holly Street, Unit A Material code description full name:
Denver, Colorado 80216 ADA Truncated Dome
PART 1
Product name: Product category:
Detectable Warning Paving Slab Pedestrian Safety\ADA Truncated Dome\Embedded
Product representative (name & address): Manufacturer (name & address):
Attn: Chris Mock Attn: Chris Mock
StoneBilt Concepts, A Division of Precast Concepts StoneBilt Concepts, A Division of Precast Concepts
9405 Alton Court 9405 Alton Court
Henderson, CO 80640 Henderson, CO 80640
Phone: (303) 867-6700 FAX: (303) 350-4150 Phone: (303) 867-6700 FAX: (303) 350-4150
Web-site address: Web-site address:
www.stonebiltconcepts.com www.stonebiltconcepts.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

StoneBilt Concepts' Detectable Warning Paving Slabs (DWS) are prefabricated high strength, 8000+ psi, embedded concrete products. Additionally, our DWS's are air
entrained, excellent for freeze/thaw durability. Dome size and spacing are in accordance with the current US Access Board guidelines under ADAAG 4.29.2. Both the US
Access Board and FHWA are encouraging the use of these new dome sizes. The larger dome size has an increased bond strength of 240% compared to other concrete and
plastic DWS in use today. The domes are 33% flatter on approach, which reduces the risk of dome breakage as well as pedestrian tripping, resulting in a more durable product
at a lower cost. The standard DWS comes in a true 12" square or 24" square size with a thickness of 1 3/4". Additional sizes include: 12"x24", 12.5' radius, 15' radius, 17.5'
radius, 20' radius, 22.5' radius and 25' radius. Standard colors include but are not limited to: Yellow, Red, Gray and Charcoal.

Restrictions, (installation and/or use):

Use of the product, (be specific to CDOT highway activities only):
To be used at all curb ramps (Standard Plan M-608-1), boarding platforms in transit facilities and where walkways meet the street.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):
StoneBilt Concepts' DWS are less likely to wear down from traffic/snow removal equipment/weather conditions because of the strength, freeze/thaw durability and dome size,
thus, reducing replacement of the product. The larger slab size will reduce differential settlement , thus reducing tripping hazards. Our slabs can either be mud set or sand set,
giving you or the contractor multiple installation options. The cost is less when compared to plastic or steel. The DWS are available in standard and custom colors and
pre-formed radius pieces. Units are pre-treated with sealer, reducing the impact of harsh environmental conditions.

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):
[C] CDOT  : Standard Specifications, M-608-1
[@ ASTM  :c39 (Compressive Strength), C67 (Freeze/Thaw), C140 (Water Absorption), C293 (Flexural Strength), C1028 (Slip Resistance)
L] AASHTO:
O FHwWA
[ other

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):

] NTPEP-AASHTO:

O FHWA
(A other - Internal CTR (4-01-2014 to 11-26-2014)
[T other : Certificate of Compliance for Precast Concrete Products to Precast Concepts, LLC by the American Concrete Pipe

Association (July 1, 2015)
State DOT Approvals, (current documentation required):
N/A

Sample submitted: [] yes [ no O n/a | Materials Safety Data Sheets (MsDS): [] yes [ no O n/a

Notes/Additional Comments
Additional Product Categories: Concrete\Miscellaneous\M-608-1 Curb Ramps and M&S Standards\Miscellaneous\M-608-1 Curb Ramps

This product meets new dome and spacing specification recommended by the US Access Board.
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