
FOR INTERNAL CDOT USE

COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product Representative (name & address): Manufacturer (name & address):

Phone: E-mail:

Web-site address:

Phone:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications: (listing those applicable is required)

q   CDOT :

q   ASTM :

q   AASHTO :

q   FHWA :

q   other :

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

q  NTPEP-AASHTO:

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q   yes q  no q  n/a Safety Data Sheets (SDS):  q  yes q  no q  n/a

Alternate Product Category:

CDOT Form #595   2/16

Material code:

Material code description full name:

Attn: Attn:

Restrictions, (installation and/or use):

E-mail:

q Certificate of Compliance (COC) provided Certificate of Verification (COV) provided for select categories ONLY

Re-submittal Cycle:

Additional Comments:
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  otherq :q


	apl#: 3084-16
	matlcode: 708.08.01.00
	matcodedes: Paint, Structural Concrete Coating
	prodname: Si-Rex03
	prodcat: Paint/Coating \ Structural Concrete Coating \ N/A
	prodrepattn: Richard Taylor
	prodrepaddress: Klaas Coatings (North America) LLC 
PO Box 25122
Dallas,  TX 75225-1122
	prodrephone: 866-317-3633
	prodweb: www.klaascoatings-northamerica.com
	prodmanattn: Richard Taylor
	prodmanaddress: Klaas Coatings (North America) LLC 
PO Box 25122
Dallas, TX  75225-1122
	prodmanphone: 866-317-3633
	prodmanfax: info@klaascoatings-northamerica.com
	prodmanweb: www.klaascoatings-northamerica.com
	prodesc: Si-Rex03 is a Silicone Resin Emulsion Paint (SREP) - a high performance, water-based coating system for concrete and masonry using proven German technology.  Water repellent yet highly breathable with excellent adhesion, good abrasion resistance and UV resistant non-fading inorganic pigments to deliver a long lasting, highly durable decorative/protective coating.  Strong, stable cross-linked silicone resin structure acts as “reinforcing” resistant to weathering, UV, salts for no chalking.  Mold and mildew resistant surface self-cleans each time it rains.  Proven performance in extreme freeze/thaw environments.  High opacity provides excellent hiding with a matte finish applied in two coats @ 300+/- 40 sq.ft./gallon per coat.  Wide range of colors with ability to color match many Fed Spec 595C 3xxxx colors.
Added durability and protection with Primers:  "CDOT accepts these primers through the acceptance of the primary product Si-Rex03." per CDOT PEC.
a) Si-Prime (Impregnating Silane Sealer [or] b) Cremsil (Octylsilane Thixotropic Cream Primer and Water Repellent)
	prodresc: Application general temperature range 50°F to 90°F (some flexibility subject to RH and dew point).
	produse: Concrete, brick, stone and stucco exterior above-grade vertical and soffit areas of Bridge, Overpass, Ramps and Sound Barrier structures.
	prodbene: Long life decorative/protective values to extend service life of structures (numerous SREP coatings still sound 20, 30 and more years since application).  Highly breathable (38 perms) some 5-10 times more than other high performance coatings for no flaking and peeling.  Water repellent surface does not attract/retain atmospheric dirt; water beads and runs off along with the dirt that, along with the use of only UV resistant colorfast inorganic pigments, delivers cleaner, brighter structures for the life of the coating.  Primers create hydrophobic zone minimizing salt, water and alkalis being carried to surface (effloresence).
	specastm: Yes
	specastmtext: D4587-11, D7234-12, D1653-12, D3273-12, D6904-03(13), D968-05(10), D522-13, D3960-05, D2369-03(08), D2697-03
	specaashto: Off
	specoaashtotext: 
	specfhwa: Off
	specfhwatext: 
	specother: Yes
	specothertext: TT-C-555B
	specodttext: Standard Specification 708.08
	testfhwa: Off
	testfhwattext: 
	testother: Yes
	testotherttext: KTA-Tator, Inc. (November 16, 2015)
	testaashto: Off
	testaashtottext: 
	testother2text: 
	dotapp: 
	sampsub: no
	msds: Yes
	notesadd: May 2009, system approach (Si-Rex03 + Cremsil) was used on repairs to damaged bridge girder I-25 @ SH 88.  Product has been used for CDOT projects.
	specother2: Off
	Cert of Verif: Off
	specodt: Yes
	Testother3Text: 
	prod email: info@klaascoatings-northamerica.com
	Resub Cycle: 5 years
	State DOT Aprov: NM, NY, PA, TX
	testother2: Off
	testother3: Off


