
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4670 North Holly Street, Unit A
Denver, Colorado  80216

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of the product, (be precise, include product differentiation between your products &/or competitor’s products):

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (list specifically those applicable) & Certificate of Compliance (submittal required):

T  CDOT :
T  ASTM :
T  AASHTO:
T  FHWA :
T  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

T  NTPEP-AASHTO:
T  HITEC or FHWA :
T  FHWA or other :
T  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:T  yes T  no T  n/a Materials Safety Data Sheets (MSDS):T  yes T  no T  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:

CDOT Form #595    02/07


	prodname: Shep 1107 Premium Grout
	prodcat: Concrete\Grout\General Purpose (Non-Shrink)
	prodrep: Shepler's Performance Products              {Shane Forsyth}
777 Eldridge Pkwy., Ste. 500
Huston, TX  77079

	prodtel#: 216-692-8305
	prodfax#: 216-531-9399
	prodman: The Euclid Chemical Company            {Brian Lewis}
19218 Redwood Road
Cleveland, Ohio  44110

	mantel#: 216-531-9222
	manfax#: 216-531-9596
	prodescrip: Shep 1107 Premium Grout is a non-shrink, non-stain, non-metallic grout designed for critical use where high strength, non-staining characteristics and positive expansion are required.  It contains only natural aggregate and an expansive cementitious binder.  It is extremely flowable, and when cured, appears similar in appearance to concrete.  Compressive Strength, ASTM C 109 Modified* 2" (50 mm) cubes (Fluid Consistency).
  3 days....................................3,500 psi (24 MPa)                                    Setting Time ASTM C 191:  Initial Set.................3 hours 5 min.
 7 days ....................................5,000 psi (34 MPa)                                                                                  Final Set...................4 hours 47 min.
28 days....................................6,800 psi (47 MPa)
	produse: Shep 1107 Premium Grout is used for anchor bolts and column baseplates.
	prodbene: High strength 
Flowable and self-leveling 
Excellent bearing 
Does not contain any added chloride ions 
Freeze/Thaw Resistance, ASTM C 666 Procedure A  @ 300 cycles.....97.0% 
	spec1: Off
	spec1cdot: 
	spec2: Yes
	spec2astm: C-1107
	spec3: Off
	spec3aashto: 
	spec4: Off
	spec4fhwa: 
	spec5: Off
	spec5other: 
	test1: Off
	test1ntpep: 
	test2: Off
	test2hitec: 
	test3: Off
	test3fhwa: 
	test4: Yes
	test4other: Solar Testing Laboratories, Inc. (10-07-2009)
	approvals: 
	eval: 618.09 Bonding and Grouting
	sample: Yes
	msds: Yes
	comments: A sample is being shipped separately, 50lb. bag in a five gallon pail.
	manwebaddress: www.cmcsheplers.com
	ref#: 3099-09


