COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 3200-16

Product Evaluation Coordinator Material code:
Colorado Department of Transportation 711.01.01.00
4670 North Holly Street, Unit A Material code description full name:
Denver, Colorado 80216 Concrete, Curing
PART 1
Product name: Product category:
1610-White Concrete\Curing Compound\Type 2 [White Pigmented, Wax]
Product Representative (name & address): Manufacturer (name & address):
Attn: David C. Loveless Attn: David C. Loveless
W.R. MEADOWS of TEXAS W.R. MEADOWS of TEXAS
2555 NE 33rd. St. 2555 NE 33rd. St.
Ft. Worth, TX 76111 Ft. Worth, TX 76111
Phone: (817) 834-1969 E-mail: dloveless@wrmeadows.com Phone: (817) 834-1969 E-mail: dloveless@wrmeadows.com
Web-site address: |\ o dows.com Web-site address: .\, \wrmeadows.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)
The 1610-White series of water-based, white-pigmented concrete curing compounds are wax-based dispersions with selected white pigments. When properly
applied, 1600-White forms a premium-grade membrane, which optimizes water retention. The white pigment reflects the sun’s rays to help keep the concrete
surface cooler and prevent excessive heat buildup.

Restrictions, (installation and/or use):
Drying time is approximately 1-2 hours, Restrict foot traffic for at least 4 hours. Do not apply if air and/or concrete temperature is less than 40° F.

Use of the product, (be specific to CDOT highway activities only):
1610-White is ideal for application on exterior, horizontal surfaces, such as highways, airports, and street and curb paving.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

The 1610-White series of water-based, white-pigmented concrete curing compounds are wax-based dispersions with selected white pigments. When properly applied, 1600-White
forms a premium-grade membrane, which optimizes water retention. The white pigment reflects the sun’s rays to help keep the concrete surface cooler and prevent excessive heat
buildup. Improves resistance to abrasion, salts and chemicals. Minimizes excessive shrinkage, VOC Compliant. Actual VOC content is less that 100g/l. US manufactured per
ARRA, Section 1605.

Specifications: (listing those applicable is required)

[C] CDOT :cboT 711

[E] ASTM : c-309, Type 2, Class A

O AASHTO:

O FHwWA

O other : VOC requirements including US EPA, SCAQMD and OTC

Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

] NTPEP-AASHTO: ccc-2015-01-011
O FHWA

O other

O other

[ other

State DOT Approvals, (current documentation required): | Re-submittal Cycle: 3 years

Sample submitted: 1 yes [ no O n/a | Safety Data Sheets (SDS): [ yes [ no [ n/a

Alternate Product Category:
Additional Comments:

Samples provided upon request at no cost to CDOT.
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