
FOR INTERNAL CDOT USE

COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX:

Web-site address:

Phone: FAX:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):

q  CDOT :

q  ASTM :

q  AASHTO :

q  FHWA :

q  other :

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):

q  NTPEP-AASHTO :

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q  yes q  no q  n/a Materials Safety Data Sheets (MSDS):  q  yes q  no q  n/a

Notes/Additional Comments
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Material code:

Material code description full name:

Attn: Attn:

Restrictions, (installation and/or use):


	apl#: 3290-14
	matlcode: 709.04.02.00
	matcodedes: Concrete, Reinforcing Fiber, Plastic
	prodname: MasterFiber M70
	prodcat: Concrete\Fiber\Micro Fiber
	prodrepattn: Mark Piechuta
	prodrepaddress: BASF Corporation
23700 Chagrin Blvd.
Cleveland, OH  44122-5554
	prodrephone: 216-839-7072
	prodrepfax: 216 839-8821
	prodweb: www.masterbuilders.com
	prodmanattn: Mark Piechuta
	prodmanaddress: BASF Corporation
23700 Chagrin Blvd.
Cleveland, OH  44122-5554
	prodmanphone: 216-839-7072
	prodmanfax: 216 839-8821
	prodmanweb: www.masterbuilders.com
	prodesc: MasterFiber M70 is a monofilament polypropylene fiber manufactured from 100% virgin homopolymer polypropylene resins, and is engineered specifically to minimize plastic shrinkage cracking in concrete.  MasterFiber M70 meets the requirements of ASTM C 1116, “Standard Specification for Fiber-Reinforced Concrete and Shotcrete", Section 4.1.3, Type III and Note 2, and the requirements of ICC-ES AC32 Section 3.1.1 (plastic shrinkage reinforcement).  It is available in a length of 0.75".  It provides excellent distribution and finishing properties in concrete.  The recommended dosage range for MasterFiber M70 is 0.75 to 1.5 lb./cu.yd., depending on job specifications.  For optimum performance, a dosage of 1.0 lb./cu. yd. is recommended.   MasterFiber M70 is packaged in 0.75 lb.,1.0 lb., and 5.0 lb. degradable bags designed to be introduced directly to the mixing system.  
	prodresc: None known
	produse: Use in extruded curbs and gutters, and precast concrete drainage structures.
	prodbene: MasterFiber M70 modifies the macro-micro cracking mechanism, reduces plastic settlement, extends service life and enhances impact and surface abrasion resistance of concrete.
	specastm: Yes
	specastmtext: C 1116, D 7508
	specaashto: Off
	specoaashtotext: 
	specfhwa: Off
	specfhwatext: 
	specother: Yes
	specothertext: ICC ES AC32, Section 3.1.1.
	specodt: Off
	specodttext: 
	testfhwa: Off
	testfhwattext: 
	testother: Yes
	testotherttext: Stork Materials Technology (November 19, 2008)
	testaashto: Off
	testaashtottext: 
	testother2: Yes
	testother2text: Element Materials Technology (September 25, 2014) (Revised on 10-28-2014)
	dotapp: Illinois 
	sampsub: no
	msds: Yes
	notesadd: A sample can be provided upon request at no cost. Technical data sheets are included which outline specific dosage information.

Local Colorado BASF Sales representative is Brandon Cook; cell phone # (303) 704-3849


