
FOR INTERNAL CDOT USE

COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX:

Web-site address:

Phone: FAX:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):

q  CDOT :

q  ASTM :

q  AASHTO :

q  FHWA :

q  other :

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):

q  NTPEP-AASHTO :

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q  yes q  no q  n/a Materials Safety Data Sheets (MSDS):  q  yes q  no q  n/a

Notes/Additional Comments
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Material code:

Material code description full name:

Attn: Attn:

Restrictions, (installation and/or use):


	apl#: 3341-11
	matlcode: 608.02.03.00
	matcodedes: ADA Truncated Dome
	prodname: EZ Set Tile
	prodcat: Pedestrian Safety\ADA Truncated Dome\N/A
	prodrepattn: Donna Strudwick
	prodrepaddress: Detectable Warning Systems Inc.8081 Phillips Highway, #22Jacksonville, FL  32256
	prodrephone: 866-999-7452
	prodrepfax: 904-448-4076
	prodweb: www.detectable-warning.com
	prodmanattn: Mike Keels
	prodmanaddress: Detectable Warning Systems Inc.8081 Phillips Highway, #22Jacksonville, FL  32256
	prodmanphone: 866-999-7452
	prodmanfax: 904-448-4076
	prodmanweb: www.detectable-warning.com
	prodesc: The premium cast-in-place EZ Set Tile is manufactured from a double-reinforced polymer concrete material.  The production dimensions are: 2' x 2', 2' x 2.5', 2' x 3', 2' x 4', 2' x 2'4" wedge (6', 12', 15' radius), 2' x 3'2" wedge (8' radius), 2' x 2' wedge (10' radius).  Standard colors are safety yellow, brick red, and black.  It is colorfast throughout, UV resistant and extremely durable for use in areas with high foot traffic, shopping cart and snow plow usage.  It has a stainless steel anchoring system making the tile replaceable should the need ever arise.  It meets all ADAAG and PROWAC requirements for dome spacing, height and slip resistance.
	prodresc: Product is set in wet concrete, as long as conditions allow the use of new concrete then the EZ Set is acceptable for installation.
	produse: To meet ADA requirements for pedestrian safety for visually impaired persons.
	prodbene: The EZ Set Tile is manufactured in Nebraska and was developed to withstand cold weather environments and the use of snow removal equipment.  Being a true cast in place at 1/2" thick and with a flat bottom these tiles sit flush within the concrete substrate with no trapped air or gaps.  With proven durability, 10 sizes including 5 radius sizes and at a cost significantly below other materials such as cast iron the EZ Set Tile will perform to the needs of Colorado applications.  They have been in production for over 9 years.  
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