COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 3426-16

Product Evaluation Coordinator Material code:
Colorado Department of Transportation 711.01.01.00
4670 North Holly Street, Unit A Material code description full name:
Denver, Colorado 80216 Concrete, Curing
PART 1
Product name: Product category:
Certi-Vex Envio Cure White 500 Concrete\Curing Compound\Type 2 [White Pig, Resin Base]
Product Representative (name & address): Manufacturer (name & address):
Attn: Clifford Platt Attn: Clifford Platt
Vexcon Chemicals Vexcon Chemicals
7240 State Road 7240 State Road
Philadelphia PA 19135 Philadelphia PA 19135
Phone: (215) 332-7709 E-mail: ciplatt@vexcon.com Phone: (215) 332-7709 E-mail: ciplatt@vexcon.com
Web-site address: vexcon.com Web-site address: VeXcon.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)
Envio Cure White 500 is a high quality 100% VOC compliant resin based dissipating white curing compound meeting the requirements of ASTM C-309. Envio
Cure White 500 provides for complete development of concrete's wear resistance and strength properties and prevents efflorescence, dusting and spalling.
The product restricts moisture loss yielding concrete that is properly cured and long lasting.

Restrictions, (installation and/or use):
Not recommended for use at temperatures below 40° F (4° C). Keep from freezing and do not store outside in the winter months. Ready to use, do not dilute.

Use of the product, (be specific to CDOT highway activities only):
Curing material for horizontal and vertical freshly placed concrete.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):
For over 40 years, Vexcon is a global manufacturer of hydrocarbon resins, the key material required to produce high quality curing materials. Due to this unique position Vexcon
consistently provides high quality materials at cost savings to the end user. In addition, the product is easy to use and due to its low VOC it can be considered a "green" material.
With manufacturing and storage capacity exceeding 15,000, Vexcon can easily supply materials to projects both large and small without interruption. The product is offered in pails,
drums, totes and in bulk.

Specifications: (listing those applicable is required)

[ cDot

[E] ASTM :C 309, Type 2, Class A &B

O AASHTO:

O FHwWA

O other

Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

I NTPEP-AASHTO: Report # CCC-2015-02-004

O FHwA

O other : BEE Laboratory (3-07-2016)

O other

] other ;
State DOT Approvals, (current documentation required): AL, FL, GA, PA, WV | Re-submittal Cycle: 3 years
sample submited: [1 yes [ no [ n/a | safety Data Sheets (sDs;: [ yes [no O na

Alternate Product Category:
Additional Comments:

This product was previously approved. There have been no changes in product since initial approval by CDOT. Submitting updated information.
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