COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 3427-12

Product Evaluation Coordinator Material code:
Colorado Department of Transportation 515.03.01.00
4670 North Holly Street, Unit A Material code description full name:
Denver, Colorado 80216 Sealer, Concrete
PART 1
Product name: Product category:
Powerseal 40 Waterproofing\Concrete Sealer\Alkyl-alkoxy Silane
Product representative (name & address): Manufacturer (name & address):
Attn: Clifford Platt Attn: Clifford Platt
Vexcon Chemicals Vexcon Chemicals
7240 State Road 7240 State Road
Philadelphia, PA 19135 Philadelphia, PA 19135
Phone: (215) 332-7709 FAX: (215) 332-9997 Phone: (215) 332-7709 FAX: (215) 332-9997
Web-site address: Web-site address:
WWW.VeXcon.com WWW.vexcon.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)
Powerseal 40, is a premium high performance industrial and commercial grade breathable, efficient waterborne penetrating water repellent 100% silane sealer that deeply
penetrates into new (14 day minimum) or existing concrete and masonry surfaces. Surfaces treated with Powerseal 40 have a totally natural appearance. Powerseal 40 stops
the intrusion of water, salts, deicer chemicals, and acids, which often result in efflorescence, mildew growth, corrosion, scaling, spalling, surface erosion, and other costly
damage to hard surfaces. The product will also provide significant cost savings over solvent based products, is very low VOC and can contribute LEED points.

Restrictions, (installation and/or use):
Do not apply water repellent treatment when surface temperatures are below or expected to fall below 40°F (4.4°C)

Use of the product, (be specific to CDOT highway activities only):
Engineered for bridges, parking structures, highways along with many other above grade vertical and horizontal substrates.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):
Powerseal 40 is specially formulated with a reduced evaporation rate so a greater amount of active ingredients react with the substrate rather than evaporate with the solvent or
water as with similar products. Material efficiency is increased, making Powerseal 40 more effective than competitive products. Powerseal 40 water repellents are produced
with Vexcon's proprietary protective colloid emulsion technology. This technology prevents premature hydrolysis of the silane with the water used as a carrier in the emulsion.
Premature hydrolysis is a process that reduces the the effectiveness of water repellents.

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):
[C] CDOT  : Standard Specifications, Section 515.03.01
[@ ASTM : C67;C642; C 672; E 96, D 6886
[C] AASHTO: T 260

O FHwWA
@ other - NCHRP 244 Series Il & IV

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):

] NTPEP-AASHTO:

O FHWA
@ other : Ceway Chemical Services (6-21-2010)
(2] other : Sor Testing Laboratories (7-09-2010) (8-04-2010) (8-09-2010) (8-11-2010) (8-20-2010)

State DOT Approvals, (current documentation required):
Connecticut, Maine, Massachusetts, Michigan, New Hampshire, New York, Pennsylvania, Texas, Wisconsin

Sample submitted: [] yes [ no O n/a | Materials Safety Data Sheets (MsDS): [] yes [ no O n/a

Notes/Additional Comments
Samples are available upon request at no cost.
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