COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 3662-13

Product Evaluation Coordinator Material code:
Colorado Department of Transportation 606.02.03.00
4670 North Holly Street, Unit A Material code description full name:
Denver, Colorado 80216 Guardrail, End Treatments
PART 1
Product name: Product category:
X-LITE Roadway Safety\Guardrail W-Beam\Guardrail End Treatment
Product representative (name & address): Manufacturer (name & address):
Attn: Tony Smiley Attn: Jaime Franco
Lindsay Transportation Solutions/Barrier Systems Lindsay Transportation Solutions/Barrier Systems
505 Crown Point Ave 180 River Rd
Omaha, NE 68110 Rio Vista, CA 94571
Phone: (402) 952-4531 FAX: (402) 933-6178 Phone: (707) 374-6800 FAX: (707) 374-6801
Web-site address: Web-site address:
www.barriersystemsinc.com www.barriersystemsinc.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

The X-LITE system is a Re-directive, Gating End Terminal in accordance with the definitions in the National Cooperative Highway Research Program Report 350 (NCHRP
Report 350). The system has been tested in tangent and flared configurations and performs in an acceptable manner in accordance with the guidelines of NCHRP Report
350 at Test Level 3 (100 km/h). X-LITE uses standard w-beam and is available with I-beam steel posts and wood or composite blockouts. The system can be used with

guardrail heights of 27 5/8" or 31".

Restrictions, (installation and/or use):

Use of the product, (be specific to CDOT highway activities only):
End terminal applications including approach or trailing end, on the shoulder or median. Transitions are available that allow it to protect rigid barriers.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):
The X-LITE terminal has been designed for maximum interchangeability between tangent and flared systems. It does not use proprietary rail. It uses readily available
w-beam panels throughout the entire system and looks visibly different from competing end terminals. This helps to reduce inventory and confusion in the field for
maintenance. It is also available in a kit version that includes only the proprietary components (minus w-beam rails, posts, and blockouts) to minimize costs.

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):
E CDOT . Standard Specifications: 606-020300, 606-02005, 606-02003
0 ASTM  : A-36, A-123, A-153
O AASHTO : RWMO2A, M180, FCA01, M270, M270M, Grade 36 Steel
[E FHWA : NCHRP Report 350 Test Level 3
[ other

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):

] NTPEP-AASHTO:

E FHWA : Acceptance Letter, HSST/CC-120 (September 7, 2011), HSST/CC-120A (March 29, 2013)
E other . Safe Technologies, Inc. (December 2010)
O other

State DOT Approvals, (current documentation required):
Tennessee, Florida, Idaho, Missouri, Mississippi, Virginia

Sample submitted: [] yes [ no O n/a | Materials Safety Data Sheets (MSDS): ] yes [ no [ n/a

Notes/Additional Comments
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