COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 3703-14

Product Evaluation Coordinator Material code:
Colorado Department of Transportation 216.02.02.00
4670 North Holly Street, Unit A Material code description full name:
Denver, Colorado 80216 Soil Retention Covering, Blanket
PART 1
Product name: Product category:
WintersChoice Bio Soil Retention Covering\SR Blanket\SRB [Biodegradable Class 1]
Product representative (name & address): Manufacturer (name & address):
Attn: Dean Lamanna Attn: Frank Barnes
Triton Environmental Winters Excelsior Company
8550 Valentia St. 406 South Obee Rd
Commerce City, CO 80022 Hutchinson, KS 67501
Phone: (720) 587-7748 FAX: (303) 945-7579 Phone: (205) 908-7170 FAX: (866) 589-7111
Web-site address: Web-site address:
www.TritonEnviro.com www.WintersExcelsior.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

WintersChoice Bio are double net erosion control blankets that are machine assembled using 70% agricultural straw fibers and 30% coconut fibers. Straw and Coconut fibers
are blended, then evenly distributed across the entire area of the blanket to a rough thickness of 3/8" and stitched between two biodegradable, leno weave jute nets using a high
tensile biodegradable thread. Net openings are approximately .5" x.5" and are stitched on 1.5" centers for increased performance capabilities. Functional longevity is 18
months (less than the maximum 24 months stated on the Data Sheet) but will depend on soil conditions, climate, and geography. All WintersChoice Bio blankets are
manufactured to meet or exceed the industry standard of 8 oz of fiber per square yard.

Shear stress is up to 2.16 Ibs. / sq. ft. The 100 sq. yd. roll is 8' wide X 112.5' long. Roll weight is 50 Ibs. which is 0.50 Ib. / sq. yd.

Restrictions, (installation and/or use):
Install per manufacturer guidelines.

Use of the product, (be specific to CDOT highway activities only):
Slopes up to 1.5:1 and moderate flow channels/swales

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):
WintersChoice Bio blankets are designed to provide extended-term ground cover to reduce erosion, protect seeding, enhance germination, and speed re-vegetation.

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):
[E] CDOT  : 2011 Standard Specifications Section 216.02 (a) 1
[C] ASTM :D6459
L] AASHTO:
[E] FHWA : FP-03 713.17 Type 3.B
[ other

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):
[E] NTPEP-AASHTO: Large-Scale Slope Erosion Testing (ASTM D 6459) (June 2014)

L] FHWA
E other . TRI/Environmental, Inc. for NTPEP (June 30, 2014) for ASTM D 6459

[ other

State DOT Approvals, (current documentation required):

Sample submitted: [] yes [ no O n/a | Materials Safety Data Sheets (MsDS): ] yes  [-] no O n/a

Notes/Additional Comments
* A sample is available upon request at no cost to the Department of Transportation and customers.
* Product was previously marketed under the name: AEC Premier StrawCoconut FibreNet
* Installed on the following Colorado projects: Highway 115 Expansion from Highway 24 South (2011-2012), Highway 36 Expansion (2012 & 2013), Highway 7 Boulder,
CO, Sand Creek at I-70 and Quebec, Highway 392 Fort Collins, CO, CDOT STM R200-183 (Feb 2013), CDOT FSA 0212-003 (August 2012), Additional projects attached.
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